
 

 

 

 

ABSTRACT 
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Jingjing Wang, Doctor of Philosophy, 2015 

Directed By:                      Professor Alice C. Mignerey 

Department of Chemistry and Biochemistry 

                                          Professor Chunsheng Wang (Co-advisor) 

                  Department of Chemical and Biomolecular Engineering 

 

The research described in this dissertation aims to develop facile synthetic routes to fabricate 

carbon coated metal sulfides (SnS, SnS2, MoS2) with sophisticated nanostructure to achieve high 

capacity and long cycle life in Li-ion and Na-ion batteries, and provide in-depth understanding 

on their electrochemical behavior.   

In this study, a simple solid-state reaction method to synthesize carbon coated tin sulfides (SnS/C, 

SnS2/C) nanomaterials was developed, which enables feasible large-scale production for the 

wide application of battery technology. The as-prepared SnS/C nanospheres exhibit high 

capacity (900 mAh/g) and long cycle life (200 cycles) at a current density of 227 mA/g in 



 

 

lithium ion batteries. Tin disulfide (SnS2) with larger layer distance (5.9 Å) as compared with 

SnS (3.4 Å) was chosen as an anode material in Na-ion batteries. The as-prepared SnS2/C 

nanospheres from solid-state synthesis deliver a high reversible capacity (~600 mAh/g) for 

hundreds of cycles, demonstrating one of the best cycling performances in all reported SnS2/C 

anodes for Na-ion batteries to date. Mechanism studies demonstrate that the superior cycling 

stability of the SnS2/C electrode is attributed to the stable nanosphere morphology and structural 

integrity during charge/discharge cycles.   

The MoS2/C composite with nanoflower morphology was fabricated from a hydrothermal 

method. MoS2/C nanomaterials  deliver a reversible capacity of 520 mAh/g at 67 mA/g and 

maintain at 400 mAh/g for 300 cycles at a high current density of 670 mA/g. The stable cycling 

performance and high coulombic efficiency (~100%) of MoS2/C nanospheres are ascribed to the 

highly reversible conversion reaction of MoS2 during sodiation/desodiation and the formation of 

a stable solid electrolyte interface (SEI) layer. The MoS2/C nanomaterial is also synthesized 

using a one-step spray pyrolysis in which sucrose serves as a carbon source. The MoS2/C 

nanomaterials from spray pyrolysis exhibit higher capacity and stable cycling performance in 

Na-ion batteries. Spray-pyrolysis synthesized MoS2/C nanomaterials are robust to withstand the 

volume change during charge/discharge cycles, as evidenced by the stable interface resistance in 

electrochemical impedance spectroscopy (EIS) analysis and good morphology maintenance after 

cycling in scanning electron microscopy (SEM) image. 
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Chapter 1 Introduction 

 

1.1 Li-ion batteries 

    Li-ion batteries (LIBs) are commercial devices for portable electronics and have a potential for 

plug-in hybrid electric vehicles (HEVs) and electrical vehicles (EVs) 
[1,2]

. The working principle 

of Li-ion batteries is expressed in Figure 1.1 
[3]

. A typical Li-ion battery contains a positive 

electrode (cathode) such as LiCoO2, a negative electrode (anode) such as graphite, a porous 

separator to prevent short-circuit, and an electrolyte to allow fast ion transport. The current 

collectors, aluminum foil on the cathode and copper foil on the anode, deliver electrons from the 

redox centers of the electrodes to the external circuit. When discharging, lithium ions move from 

the anode and insert into the cathode. The active material in the anode is oxidized, while the 

cathode material is reduced by accepting electrons. Upon charging, lithium ions transport from 

the cathode to the anode, and the active material in the anode gets reduced because of accepting 

electrons. The Li-ion battery is considered to be rechargeable since the discharge/charge process 

is reversible by restoring the chemical energy.  

    The electrochemical performance of the electroactive materials in LIBs is normally evaluated 

with coin-cells in the laboratory. The standard electrochemical tests include galvanostatic 

charge/discharge and cyclic voltammetry (CV). A typical coin-cell setup contains a stainless 

steel case, a spring, two-electrode configuration, where the working electrode is the active 

material and the counter electrode is metallic lithium (a half-cell configuration), a separator 

between the two electrodes, and an electrolyte. A separator is used to avoid the electrical contact 

between the working and counter electrodes. The electrolyte contains lithium salts (LiPF6) 
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dissolved in organic solvent (alkyl carbonates), and has a working potential in the range of 0.8-

4.5 V. An ideal Li-ion battery has high energy and power density, long cycle life, chemical 

stability and safety. The cycle life is defined as the number of complete charge/discharge cycles 

that the battery is able to maintain its capacity at 80% of its original capacity. The energy density 

of Li-ion batteries, which is expressed by either per unit of weight (W h kg
–1

) or per unit of 

volume (W h L
–1

), can be calculated in a function of the specific capacity and voltage difference 

between the cathode and anode. Due to the light weight of lithium metal and high reduction 

potential of Li
+
/Li, the Li-ion battery is considered to have the highest energy density to date. 

Nowadays, the urgent energy demands in large-scale application of electric vehicles give rise to 

the need for high performance Li-ion batteries with high specific capacity and long cycle life.  

 

Figure 1.1 Schematic illustration of the working principle of Li-ion batteries 
[3]

. 

The commercialized Li-ion batteries use LiCoO2 as the cathode material and graphite as the 

anode material via an intercalation/de-intercalation mechanism. However, the low theoretical 
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capacity of commercial graphite anodes (372 mAh/g) and LiCoO2 cathodes (137 mAh/g) are 

unable to power the next generation of energy supply devices 
[4]

. As a consequence, it is of great 

significance to search for alternative electrode materials with high specific capacity and energy 

density. 

 

1.2 Anode materials in Li-ion batteries 

    The research for advanced anode materials is important for large-scale application of Li-ion 

batteries and has received extensive attention in the past decades 
[5-7]

. The selection of an anode 

material in Li-ion batteries is dependent on the electroactive sites, suitable working potential, 

electrical conductivity, cost, chemical stability, and many other factors. Lithium metal was 

considered as an ideal anode material due to its lowest potential, light weight and extremely high 

theoretical capacity (3860 mAh/g). However, the formation of lithium dendrites when using 

lithium metal in contact with organic electrolytes causes thermal runaway, and thus hinders its 

practical application in LIBs 
[8]

. Due to such safety issues, considerable research attention has 

been given to alternative candidates. Among them, carbonaceous materials, which can be 

categorized as graphitic carbon and non-graphitized soft/hard carbon, are the primary candidates 

and have been commercialized in consumer electronics such as Li-ion battery anode materials.  

    Graphite can achieve stable cycling performance in Li-ion batteries after introducing ethylene 

carbonate as a non-aqueous electrolyte. The theoretical capacity of graphite is 372 mAh/g based 

on the calculation that one lithium ion reacts with six C-atoms in a completely reversible 

intercalation/de-intercalation process (Li
+
+ C6 + e

-
→ LiC6). The layered structure of graphite 

provides favorable active sites for lithium ions to intercalate and de-intercalate without causing 
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particle pulverization and mechanical strains, and thus stable cycling performance can be 

achieved. The non-graphitic soft carbon exists as amorphous structures such as coke and carbon 

black, and the capacity of such carbonaceous material is relatively low (xLi
+
+ C6 + xe

-
→ LixC6, 

x ~0.5-0.8) 
[9-11]

. Even though hard carbons have higher specific capacity (xLi
+
+ C6 + xe

-
→ 

LixC6, x ~1.2-5), their electrochemical performance in LIBs is constrained by the poor electrical 

conductivity and irreversible capacity loss 
[12,13]

. Therefore, the low capacity of graphite and soft 

carbons and the cycling instability of hard carbons cannot meet the industrial requirements in 

which a capacity higher than 600 mAh/g must be maintained for hundreds of cycles. In recent 

years, many efforts have been devoted to searching for alternative anode materials with higher 

capacities than carbonaceous materials.  

    Metal oxides are investigated as the alternative choice as anode materials in LIBs due to the 

high specific capacities.  Table 1 compares the synthetic routes and electrochemical performance 

of recently reported metal sulfides 
[14]

. Among them, tin oxides received intensive attention 

owing to high theoretical capacity, inexpensive cost, and less toxicity as compared with other 

candidates (Co3O4, NiO) 
[14,15]

. In 1997, Idota et. al. proposed tin-based amorphous oxide (TCO) 

as a high-capacity Li-ion battery in which Sn-O as the electroactive site shows a reversible 

capacity of 500-600 mAh/g 
[16]

. After that, tin oxides were extensively investigated as promising 

candidates to replace graphite due to its high theoretical capacity as a Li-ion battery anode. The 

theoretical capacity can reach ca.790 mAh/g based on the reaction mechanism of SnO2 with 

lithium ions expressed in a two-step reaction:  

SnO2 + 4Li
+
 + 4e

−
 → Sn + 2Li2O                              (1.1) 

         Sn + 4.4Li
+
 + 4.4e

−
 ↔ Li4.4Sn                                    (1.2) 
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    Many efforts have been devoted to fabricating various nanostructured SnO2, such as nanorods, 

nanotubes and nanospheres 
[17-20]

. In 2006, Lou et al. synthesized SnO2 hollow nanospheres with 

a facile one-pot template-free synthesis technique, and the as-prepared SnO2 nanospheres deliver 

a charge capacity as high as 1140 mAh/g at a current density of 0.2 C 
[21]

. However, the capacity 

decays to 645 mAh/g within 40 cycles. Graphene was introduced to form SnO2/graphene 

nanoporous electrodes 
[15]

. The design principle is that the nanopores could serve as a buffer 

space to alleviate volume expansion during lithiation. The experimental observation shows that 

the novel anode material delivers stable cycling performance in 30 cycles. In 2009, Lou et al. 

prepared coaxial SnO2/C hollow nanospheres in which carbon is introduced as a physical matrix 

to buffer the volume expansion. The newly formed SnO2/C nanospheres can be cycled for 

hundreds of cycles in Li-ion batteries, while the capacity fading is still observable from ca. 600 

mAh/g to 500 mAh/g
 [22]

. The capacity fading is attributed by the large volume expansion 

stemming from the alloying reaction between Sn and multiple lithium ions (reaction 1, 2). Such 

intrinsic problems hinder the feasibility of SnO2 nanoparticles to be used for high performance 

Li-ion battery anodes.  
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Table 1.1 Synthetic strategies and electrochemical properties of metal oxides based anode 

materials in lithium ion rechargeable batteries 
[14] 

 

Sample Synthesis method Specific capacity 

(mAh/g) 

# Cycles 

SnO2 Hydrothermal > 800 100 

TiO2 Sol-gel process 288 300 

MnO2 Solution method ca.600 60 

ɑ-Fe2O3 Hydrothermal 1000 50 

Fe3O4 Microwave irradiation 650 50 

Co3O4 Spray pyrolysis 750 100 

NiO Controlled chemical 

synthesis 

410 40 

 

    Metal sulfides (MS, MS2) with layered structure exhibit superior lithium storage capability 

since the interlayer space facilitates the initial intercalation of lithium ions 
[23-25]

. A typical 

layered metal sulfide has a lamellar structure with each layer stacking via van der Waals 

interactions. The single layer consists of numerous S-M-S units, where the metal atoms are 

sandwiched in the center by sulfur atoms. The recent studies on the electrochemical properties of 

molybdenum disulfide (MoS2), tungsten disulfide (WS2), zirconium disulfide (ZrS2) and tin 

monosulfide (SnS) are compared in Table 1.2 
[14,26-29]

. 
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Table 1.2 Synthetic strategies and electrochemical properties of metal sulfides based anode 

materials in lithium ion rechargeable batteries 
[14] 

 

Sample Synthesis Specific Capacity 

(mAh/g) 

# Cycles 

MoS2 Hydrothermal 900-1000 80 

WS2 Solid-state reaction 600 100 

ZrS2 Surfactant-assisted 

chemical synthesis 

600 50 

TiS2 Grinding method 340 20 

SnS In-situ polymerization 891 500 

     

    The MoS2 nanomaterial synthesized from the hydrothermal method exhibits a specific 

capacity of 900-1000 mAh/g in LIBs and can be maintained for ~80 cycles 
[26]

. Liu et al. 

reported the synthesis of SnS@polyprrole-nanobelt/carbon-nanotube (SnS@PPy-NB/CNT) and 

the newly formed anode shows a specific capacity of 891 mA h g
-1

 after 500 cycles at a current 

density of 1 C in Li-ion batteries 
[30]

. As shown in Table 1.2, other layered metal sulfides (WS2, 

ZrS2, TiS2) show poor cycling performance as compared with MoS2 and SnS. The recent studies 

on MoS2 and SnS with sophisticated nanostructure design have contributed to state-of-the-art 

anodes for LIB applications. Based on the fact that the layered structure of MoS2 enables easier 

intercalation of lithium ions into the gallery between MoS2 layers, a high-energy-density and 

stable Li-ion battery anode has been developed with two-dimensional MoS2 nanowall by S. 

Mitro etc, which delivers a capacity of 880 mAh/g for 50 cycles 
[23]

. Chen et al. introduced 

carbon nanotubes (CNT) to MoS2 crystal structure and fabricated MoS2/CNT nanoflakes for LIB 
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anodes
 [31]

. The novel electrode exhibits a high capacity of approximately 993 mAh/g for 

hundreds of cycles, and it is able to preserve its morphology after cycling.              

Recently, a facile synthesis of SnS nanobelts with a length/thickness ratio of 100 was 

developed in consideration that the flexible nanobelts could withstand large volume changes 
[32]

. 

The specific capacity can be maintained at 500 mAh/g for 50 cycles. Im et al. compared the 

electrochemical performance of metallic Sn, SnO2 and SnS, in which SnS nanomaterial shows 

the highest reversible capacity (880 mAh/g) after 70 cycles 
[33]

. The findings from previous 

studies demonstrate the potential of SnS and MoS2 and pave the way for the feasibility of high-

performance Li-ion batteries. 

 

1.3 Na-ion batteries 

    Rechargeable Li-ion batteries have been considered the primary candidate to power consumer 

electronics and the next generation of hybrid electric vehicles (HEVs) because of their light 

weight and high energy density. However, with higher cost and less abundant distribution of 

lithium as a resource, it is necessary to search for alternative chemistry to replace LIBs. Table 

1.3 lists the comparison between sodium and lithium elements 
[34]

. The sodium ion battery (SIB) 

is considered as the primary choice due to its similar working principle with LIBs, low cost, and 

easier access to sodium on the earth. However, the energy density of Na-ion batteries would not 

exceed that of LIBs because of the higher weight, larger ion radius and lower reducing voltage of 

sodium as compared with lithium. In recent years, Na-ion batteries have attracted much research 

attention, especially for large-scale electric energy storage (EES) applications, in which high 

energy density is not a necessary requirement. 
 
The application of EES is also called grid energy 



9 

 

storage. It can store electrical energy from peak periods and is beneficial for peak load 

management. 

Table 1.3 The comparison between Na and Li elements 
[34] 

 Na Li 

Cation radius 97 pm 68 pm 

Atomic weight 23 g mol
-1
 6.9 g mol

-1
 

E
o
 vs. SHE -2.7 V -3.04 V 

A-O coordination Octahedral or prismatic Octahedral or tetrahedral 

Melting point 97.7 °C 180.5 °C 

Distribution Everywhere 70% in South America 

Price, carbonates ~$ 0.3 per kg ~$ 6.5 per kg 

 

    The working principle of SIBs is similar to that of LIBs. A sodium ion battery based on the 

intercalation mechanism consists of a cathode with layered structure, a high-capacity anode with 

alloying mechanism with sodium ions, and organic electrolytes with dissolved sodium salts 

(NaPF6) 
[35]

. As shown in Fig. 1.2, during discharging, sodium ions transport from the anode and 

insert into the cathode. The active anode material is oxidized while the cathode material is 

reduced by accepting sodium ions and electrons. Upon charging, sodium ions extract from the 

cathode to the anode, and the active material in the anode gets reduced, accepting sodium ions 

and electrons. In both cases, electrons flow in the opposite direction to sodium ions and can be 
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delivered from the redox centers to the external circuit by current collectors, such as aluminum 

foil on the cathode and copper foil on the anode. The reversible movement of sodium ions and 

the reaction between electrode materials with sodium ions enable the conversion of chemical 

energy to electrical energy, which is the primary function of battery systems.  

 

Figure 1.2 Schematic illustration of the working principle of sodium ion batteries 
[35]

. 

 

1.4 The challenges of Na-ion batteries 

     The intercalation chemistry of Na-ion batteries is more complicated than that of Li-ion 

batteries because of the larger cation radius (1.02 Å) of sodium and its general preference for 

octahedral or prismatic coordination. Therefore, not many crystalline materials can be used as Na 

intercalation electrode materials and achieve a stable function in Na-ion batteries.  
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Figure 1.3 Most important cathode and anode materials for Na-ion battery applications 
[36]

. 

As shown in Fig. 1.3 
[36]

, 
 
the proposed cathode materials include layered crystalline chemicals 

such as Na3V2(PO4)3, and NaFePO4F, which have high working potential vs. Na
+
/Na (V), while 

the anode is mainly composed of different forms of carbon with a low voltage plateau under 1 V. 

The reasons behind the limited choices for Na-ion battery applications are manifold: (1) more 

difficult Na insertion chemistry due to larger ion size as compared with Li; (2) slow Na diffusion 

kinetics in intercalation materials, which is related to the large size of sodium ion; (3) the 

formation of a solid electrolyte interface (SEI) layer on the surface of electrodes; The formation 

of a SEI layer mainly happens on the anode because typical electrolytes are not stable at the low 

operating potential of the anode during cycling. SEI growth results from irreversible 

electrochemical decomposition of the electrolyte, and it leads to the loss of lithium/sodium, 

gradual capacity fading, and a more complicated charge transfer processes on the electrolyte-

electrode interface and sodium ion transport through the the SEI layer. (4) large volumetric 

expansion of Na alloys during charging/discharging. Anode candidates, such as metallic tin can 



12 

 

alloy with multiple sodium ions, but such alloying results in large volume change and particle 

pulverization and thus capacity fading is inevitable. Because of these challenges, it is not 

practical to simply borrow recently developed electrode materials from lithium storage systems 

for Na-ion battery applications.  

 

1.5 Recent progress for Na-ion battery anodes 

    To advance the implementation of Na-ion battery technology, it is significant to develop high 

capacity electrode materials with stable sodium storage capability. In the study of cathode 

materials, many attempts have been developed by simply replacing lithium as sodium in order to 

search for a promising cathode candidate for Na-ion batteries. However, the challenges brought 

by the large size of Na ion render such common routes in cathode research impossible for anodes 

as evidenced by the intercalation failure of sodium ions into graphite.  

1.5.1 Carbon-based material  

    Graphite, which is the most common and commercialized anode material in LIBs, cannot be 

intercalated by sodium ions, indicating a complex intercalation process in Na-ion batteries. Only 

until recently, Yang et al. reported that expended graphite with a larger interlayer distance of 4.3 

Å could be used for Na-ion battery anode, and delivers a capacity of 183 mAh/g at a current 

density of 100 mA/g 
[37]

.  

    Among other carbonaceous materials, hard carbon is still the primary choice, even though its 

cycling performance is not competitive according to commercial requirements. After Steven and 

Dahn demonstrated the high capacity of hard carbon (300 mAh/g) in Na-ion batteries 
[38]

, their 
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group further investigated the sodium insertion behavior with a solid state 
23

Na NMR study, in 

which the Na insertion into layered gallery and nanopore sites of hard carbon was observed in 

charge/discharge curves 
[39]

. Recent approaches in improving the cycling stability of hard carbon 

were reported by Amine et al. 
[40]

. The fabrication of hard carbon was achieved by different 

routes and it is found that the hard carbon sample from pyrolysis of polyvinyl chloride (PVC) 

nanofibers at high temperature exhibits the best cycling performance with a reversible capacity 

of 271 mAh/g for 150 cycles in Na-ion batteries. It indicates that a proper carbon source, a 

suitable fabrication temperature, and nanostructure fabrication is important for Na-ion battery 

applications. 

1.5.2 Na-alloys 

    The potential of group 14 elements in the periodic table to be used as Na-alloys in battery 

applications was first investigated by Cedar et al. 
[41]

. Failed attempts were made for Si and Ge in 

which no electrochemical activity was found, while the investigation of metallic Sn 

demonstrated successful cycling with high capacity 
[42,43]

.
 
After that, metallic Sn was realized as 

a promising candidate for a Na-ion battery anode with an alloying reaction mechanism.  

    A representative study of metallic Sn is the structural evolution of Sn nanoparticles during 

sodiation as reported by Wang et al. 
[44]

. It is found that Sn nanoparticles can alloy with Na ions 

to form Na15Sn4 (x = 3.75) via a single phase mechanism in two steps. They conducted in-situ 

TEM studies and the results are significant to show the volumetric expansion of Sn (420%) 

during sodiation (Fig. 1.4). In their study, Sn nanoparticles show excellent cycling performance 

without observable particle pulverization and cracks, as evidenced by electron microscopy. 
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Based on such inspiring findings, increasing research activity has flourished around metallic Sn 

with sophisticated nanostructure design and fabrication as a Na-ion battery anode.  

 

Figure 1.4 Schematic illustration of the structural evolution of Sn during the sodiation 
[44]

. 

    An interesting study was conducted with tin coated viral nanoforests as sodium-ion battery 

anodes 
[45]

. The Sn nanorods with a unique core-shell structure were fabricated on viral scaffolds 

and deliver a specific capcity of 405 mAh/g after 150 deep galvanastic cycles. The superior 

electrochemical performance is attributed to the vertical nanorod assembly design and the 

additional carbon coating on the surface, which can suppress the volumetric expansion during 

sodiation. Inspired by these findings, natural wood fiber was developed as a mechanical buffer 

for a tin anode as reported by Zhu et al. 
[46]

. It is pointed out that the softness of the hierarchical 

wood fiber substrate accommodates the volumetric expansion of the Sn anode, and thus a stable 

cycling performance was experimentally observed for hundreds of cycles.  

1.5.3 Metal oxides and metal sulfides 

    The research interest on metal oxides was elevated after SbO2 was reported to show an 

extremely high reversible capacity (800 mA h g
-1

) in Na-ion batteries via a conversion reaction 

mechanism, followed by alloying reactions with sodium ions 
[47]

. The conversion reactions offer 

an attractive range of large theoretical specific capacities, which enables those metal oxides as 
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promising Na-ion battery anodes. Among them, SnO2 is considered as a promising candidate 

because of its abundance, low cost, high theoretical capacity (1378 mAh g
−1

), and nontoxic 

nature 
[48]

. Extensive research has been conducted based on the sodiation mechanism 
[49]

: 

SnO2 + Na
+
 + e

-
 → NaSnO2                                                        (1.3) 

NaSnO2 + 3Na
+
 + 3e

-
 → 2Na2O + Sn                                         (1.4) 

Sn + (9/4) Na
+
 + (9/4)e

-
 → Na9Sn4                                             (1.5) 

    However, a technological bottleneck still exists as the large volume change during 

charge/discharge results in rapid capacity fading. Recent strategies in addressing this issue focus 

on introducing carbonaceous material as a wrapping matrix to accommodate the volume change. 

Wang et al. reported SnO2@graphene nanocomposites in which the active material SnO2 are 

anchored on graphene nanosheets, as determined by electron microscopy 
[48]

. The SnO2/graphene 

electrode delivers approximately 700 mAh/g for 100 cycles, which is higher than the reversible 

capacity of pure SnO2 nanomaterial. It was pointed out that individual SnO2 nanocrystals were 

wrapped by flexible and conductive graphene nanosheets and contributed to the better 

electrochemical performance of SnO2/graphene nanocomposites. However, the challenges of 

using SnO2 for large-scale Na-ion battery implementation are two-fold. First, even though the 

theoretical capacity is as high as 1378 mAh/g, it is impossible to maintain such a high reversible 

capacity after deep galvanastic cycling, since only the alloying reaction can undergo reversible 

de-alloying process and the conversion reaction (Eq. 1.4) is not reversible during desodiation. 

Secondly, even though the large volume change can be accommodated by introducing graphene 

or carbon matrix and sophisticated nanostructure growth, the cycling stability is still far from the 

industry standards, and the rigorous synthetic routes for delicate nanostructures are out of cost 
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expectation for practical applications. Other metal oxides, such as iron oxides, face the same 

challenges as the large volume change during sodiation results in rapid particle agglomeration 

and thus hinders the implementation of Na-ion batteries.  

    Guided by the successful attempts of metal sulfides as LIB anodes, they are proposed as 

promising candidates for Na-ion battery anodes. Recently, molybdenum disulfide (MoS2) is 

predominantly investigated since it is one of two-dimensional transitional metal dichalcogenides 

(TMDs) whose structure is akin to graphite. Park et al. first reported commercial MoS2 bulk 

material for a sodium-ion battery anode, which delivers a reversible capacity of 85 mAh/g after 

100 cycles 
[50]

. They proposed an intercalation discharge mechanism of MoS2/Na determined by 

the distorted MoS2 structures and X-ray diffraction (XRD) characterization. A more extensive 

study on MoS2 was reported later by David et al.
 
with evidence for a conversion mechanism for 

the sodiation/desodiation process in the MoS2 anode and the improvement of cycling 

performance 
[51]

.
 
 Recent studies further demonstrate that MoS2 is a competitive anode material 

based on the conversion reaction mechanism.
 
The sodiation process of MoS2 was depicted as an 

initial insertion process followed by a conversion reaction, leading to the formation of metallic 

Mo and Na2S. Inspired by the application of MoS2/graphene nanomaterial for Li-ion batteries,
 

many efforts have been devoted to sythesizing MoS2/graphene nanomaterial with novel 

nanostructure for Na-ion battery anode in consideration of the similar layered structure and better 

electrical conductivity of graphene. Recently, MoS2/graphene paper has been proven to undergo 

a conversion reaction mechanism with Na ions during sodiation and delivers much higher 

reversible capacity (230 mAh/g) 
[51]

. Three-dimensional MoS2/graphene microspheres with 

multiple nanospheres was developed by Lee et al. 
[52]

. The novel electrode displays extremely 
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stable cycling performance (600 cycles) for Na-ion batteries due to the synergistic effect of few-

layer MoS2 nanomaterial and three-dimensional porous graphene composition. 

    It is acknowledged that the layer-to-layer packed structure is desired for battery application 

since the interlayer spacing enables better accommodation upon large volume expansion. 

Another layered metal sulfide SnS2 has a CdI2-type structure with each layer stacking via van der 

Waals interactions. The large interlayer distance (0.59 nm) of SnS2 facilitates the 

intercalation/de-intercalation of alkali metal ions (Li
+
, Na

+
) and is considered as a promising 

anode material for lithium and sodium storage. Recent knowledge and strategies focus on 

improving the cycling performance with nanostructure design and conductive graphene/carbon 

coating. Xie et al. reported that the SnS2@graphene composite can provide a reversible capacity 

of 725 mAh/g for 60 cycles at a current rate of 20 mA/g, which is the highest experimentally 

observed capacity of SnS2 for Na-ion batteries 
[53]

. Table 1.4 summarizes the theoretical and 

experimentally observed cycling performance of hard carbon, Na-alloys, metal oxides and metal 

sulfides 
[54]

. Metal sulfides such as Ni3S2 can reversibly react with four sodium ions with a 

capacity of 400 mAh/g for Na-ion batteries 
[55]

. FeS2 was suggested as an anode with a high 

theoretical capacity. However, rapid capacity fading occurs from an initial capacity of 447 

mAh/g to 70 mAh/g within 50 cycles 
[56]

. Therefore, the cycling performance of these sulfides is 

not competitive as compared with MoS2, which has large layer spacing in the crystalline 

structure. Thus, the characteristic two-dimensional structure and potential in battery applications 

of MoS2 are crucial to the development of advanced anode materials for SIBs. 
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Table 1.4 The theoretical and largest experimental capacities of recent anode materials for Na-

ion batteries 
[54] 

 

Compound Theoretical Specific 

Capacity (mAh/g) 

Experimental Specific 

Capacity (mAh/g) 

Voltage range (V) 

Hard carbon - 350 0-1.0 

Sn 850 850 0.2-1.0 

Sb 660 580 0.04-1.5 

SnO2/graphene 1378 600 0-3.0 

Fe3O4 926 350 0.04-3.0 

MoS2/graphene 671 573 0-3.0 

SnS2/graphene 1135 725 0-3.0 

Ni3S2 445 400 0.4-2.6 

FeS2 900 447 0-2.6 

 

 

1.6 The synthesis and energy storage applications of MoS2  

    As indicated by Fig. 1.5, MoS2 has a lamellar structure with each layer stacking via van der 

Waals interactions. In a single-layered MoS2, there are numerous S-Mo-S units where 

molybdenum atoms are sandwiched in the center by sulfur atoms.  
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Figure 1.5 Three-dimensional schematic structure of MoS2
 [57]

. 

    Due to the similar layered structure to graphite, MoS2 can also be exfoliated to single or a few 

layers by chemical or physical methods. The chemical synthetic routes include using molybdic 

acid and tungstic acid, which are treated with an excess of thiourea in an N2 atmosphere at high 

temperature 
[58]

. Another synthesis route involves the reaction between MoO3 and KSCN under 

hydrothermal conditions 
[59]

. Due to the weak van der Waals interactions between the MoS2 

layers and the similar structure to graphite, recent strategies for graphene production could be 

applied to the production of crystalline MoS2. The introduction of mechanical/physical 

exfoliation, such as long-time ultrasound sonication and using adhesive tape to create two-

dimensional crystals with few layers, open doors for a multitude of applications. A facile liquid 

phase exfoliation method was reported recently, in which single-layer MoS2 sheets can be 

obtained in 1-methyl-2-pyrrolidinone (NMP) assisted with sodium hydroxide (NaOH) 
[60]

. A 

chemical vapor deposition (CVD) method was developed to fabricate thin film MoS2 for 

electronic device applications. In these approaches, various solid precursors such as MoO3, Mo 

metal or ammonia tetrathiomolybdate (NH4)2MoS4 were used and heated to high temperatures in 

the presence of sulphur powder/gas and co-deposited onto a substrate 
[61]

. For energy storage 
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applications, a facile hydrothermal method was developed to prepare MoS2 nanosheets, in which 

sodium molybdate (Na2MoO4) and thiourea (NH2CSNH2) were dissolved in water and heated to 

high temperature for a long time (24 hours) 
[62]

. To prepare carbon coated MoS2 nanoparticles, 

glucose can be simply introduced in the above method. The as-prepared MoS2 nanoparticles 

from such hydrothermal methods have single or fewer layers since the typical peak for (002) 

stacking is not present in the XRD profiles, and indicates the stacking of MoS2 layers is not the 

case. Further annealing at high temperature can lead to MoS2 nanoparticles with better 

crystallization structure. The investigation of unique MoS2 two-dimensional structures and the 

development of facile synthetic routes in large quantities are crucial to advance scalable 

applications of MoS2 in different fields.  

Molybdenum disulfide (MoS2) is multifunctional and exhibits a remarkably diverse range of 

unique properties. It is well recognized as a super lubricant, owing to the weak van der Waals 

bonds between S–Mo–S layers. MoS2 also contributes to the research of chemical sensing due to 

the variance in reactivity between basal and edge sites in functionalized MoS2 nanosheets. Many 

research efforts have been devoted to using MoS2 for photovoltaic applications due to the tunable 

direct band gap and highly deformable nature of a monolayer of MoS2 
[63]

. In addition, the 

exploration of MoS2 as a catalyst for hydrogen evolution attracts much attention recently.  

Finally, an increasing research activity has flourished about employing MoS2 nanocomposites as 

high-capacity and stable anode materials for lithium and sodium storage systems. Many nano 

technological methods are being developed to fabricate MoS2 nanocomposites in the field of 

energy storage 
[51,52,62,63]

.  
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It is acknowledged that the layered structure results in an improved intercalation and de-

intercalation dynamics of alkaline ions because of the gallery space within layers. Previous 

studies demonstrate that the lithiation mechanism of MoS2 is a two-step process: 

MoS2 + xLi
+
+ xe

−
 → LixMoS2                                                                     (1.6) 

LixMoS2 + (4-x)Li
+
+ (4-x)e

−
 → 2Li2S + Mo                                              (1.7) 

The intercalation of lithium ions into MoS2 layers occurs with the formation of LixMoS2. In 

the subsequent step, a conversion reaction takes place where Mo
4+

 in LixMoS2 is reduced to Mo 

metal with the formation of Li2S. During lithiation, its characteristic two-dimensional structure 

acts as a host lattice to provide reaction sites for lithium intercalation and de-intercalation 

without significant irreversible structural change of the host lattice. Thus, lithium-ions can 

diffuse between MoS2 layers without causing a significant volume change and lead to high 

cycling reversibility in Li-ion batteries. Recently, conductive additives such as carbon nanotubes, 

conductive polymers and graphene have been incorporated to exfoliated MoS2 since it is a poor 

electron conductor. The concordant fast transport of electrons and ions within the electrode is 

essential to realize great reaction kinetics. A facile synthesis of hierarchical MoS2/Polyaniline 

(PANI) nanowires demonstrates high specific capacity (1062.7 mAh/g) and long cycle life (50 

cycles) in Li-ion batteries 
[64]

. The hierarchical textures offer large contact area and tensile PANI 

chains mitigate large lithiation-induced strain during cycling. After the first attempt by Park et 

al.,
[51]

 the research interests of using MoS2 as a Na-ion battery anode have been elevated. 

Extensive research has been done with two strategies: the fabrication of MoS2 nanomaterial and 

the incorporation of a conductive carbon matrix. Lee and Kang et al. reported three-dimensional 

MoS2/graphene microspheres with multiple nanospheres that display extremely stable cycling 



22 

 

performance (600 cycles) for Na-ion batteries 
[52]

.
 
G. Wang et al. reported the synthesis of 

MoS2/reduced graphene oxide (RGO) nanocomposites with a facile one-pot hydrothermal 

method 
[53]

. The newly formed anode material delivers excellent sodium storage capability and 

the synergistic effect between MoS2 and graphene was elucidated with computational 

calculations. The superior cycling performance of MoS2 nanocomposites as lithium ion and 

sodium ion battery anodes make them promising candidates to replace traditional anode 

materials and the in-depth mechanism investigation paves the way for the feasibility of high-

performance Na-ion batteries. 

 

1.7 Motivation and objectives of this research 

    Rechargeable lithium ion and sodium ion batteries have promoted considerable revolution to 

state-of-the-art energy storage technologies. To advance such technologies, it is of great 

significance to search for alternative anode materials with high specific capacity and energy 

density to substitute for conventional graphite and carbonaceous anode materials.  

    Firstly, molybdenum disulfide (MoS2) and tin sulfides (SnS, SnS2) are proposed as promising 

anode materials in LIBs and SIBs due to their high specific capacity, low cost and large 

availability. During lithiation, the insertion reaction between graphite and lithium ions results in 

a low capacity. In contrast, tin sulfides can form lithium-rich alloys, which offer high theoretical 

capacities in the range of 1136-1230 mAh/g 
[65]

.
 
The conversion reaction mechanism of MoS2 

with alkaline ions (Li
+
, Na

+
) and unique graphene-like structure enable superior cycling 

performance with high capacity and long cycle life in LIBs and SIBs.  
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    Secondly, metal sulfides with two-dimensional structure are selected in this study. The layered 

structure of MoS2 and SnS2 has attracted a lot of attention because of its unique two-dimensional 

structure. The layer-to-layer stacked structure is desirable since it facilitates reversible alkaline 

ion insertion/extraction without causing large volume expansion. The interlayer distance between 

MoS2 layers is 6.2 Å, and the value of SnS2 crystalline structure is 5.9 Å. Therefore, it is 

expected to develop high performance Li-ion & Na-ion battery anodes with MoS2 and SnS2 

nanomaterials. 

    Thirdly, the electrochemical behavior of anode materials during lithiation/sodiation is still far 

from clear, and fundamental studies are necessary to advance battery technologies. It is well 

recognized that the discharge mechanism of anode materials involves the intercalation chemistry, 

alloying and conversion reactions. This study focuses on tin sulfides and MoS2 because their 

electrochemical behavior covers the insertion chemistry, alloying and conversion reactions. A 

comprehensive investigation of these metal sulfides will provide in-depth understanding for the 

electrochemical behavior of other anode candidates. Such fundamental research will pave the 

way for future research on rechargeable batteries. 

The goals of this research are as follows: (1) search for advanced anode materials with high 

capacity and stable cycling performance in LIBs and SIBs; (2) reveal the discharge mechanism 

of MoS2 and tin sulfides (SnS, SnS2) during lithiation/sodiation; (3) develop new synthetic routes 

of MoS2 and tin sulfides nanoparticles in large quantities;  (4) minimize the volumetric 

expansion of MoS2 and tin sulfides due to the conversion and alloying reactions with alkaline 

ions to maintain the structural integrity during cycling; (5) improve the reaction kinetics of MoS2 

and tin sulfides with the introduction of conductive carbonaceous materials.  
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1.8 Overview 

To fulfill the research objectives, the rest of the dissertation is organized as follows. 

In Chapter 2, a facile one-pot synthesis of tin sulfide/carbon (SnS/C) nanospheres is presented, 

which enables feasible large-scale production of SnS nanoparticles.  The electrochemical 

performance of SnS/C nanospheres is evaluated in LIBs and compared under different voltage 

ranges. It is found that SnS/C nanospheres show less stable cycling performance in a narrower 

working potential (0.01-1.5 V). The reasoning of superior electrochemical performance and 

capacity degradation in a narrower potential is discussed with observations from electron 

microscopy.  

Chapter 3 describes a simple solid-state reaction method utilized to synthesize carbon coated 

SnS2 (SnS2/C) anode materials by annealing metallic Sn, sulfur powder and polyacrynitrile (PAN) 

in a sealed vacuum glass tube. As compared with the conventional hydrothermal method, which 

is time-consuming and requires further purification, the new method is more feasible for large 

scale production of SnS2 nanomaterial. The purpose of this preliminary research is to 

demonstrate the feasibility of employing SnS2 as an advanced anode material in SIBs and to 

discuss the reaction kinetics of the SnS2/C electrode after cycling.   

In Chapter 4, the fabrication of molybdenum disulfide/carbon (MoS2/C) nanospheres is 

presented along with their use as Na-ion battery anodes. The advantages of employing MoS2/C 

nanospheres are discussed in detail and the electrochemical performance is compared with MoS2 

nanosheets without carbon coating. Many characterization tools such as ex-situ XRD (X-ray 

diffraction), EIS (electrical impedance spectroscopy), and FTIR (fourier transform infrared 

spectroscopy) have been utilized to understand the electrochemical behavior of MoS2. A 
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comprehensive discussion of the reversibility of the conversion reaction between MoS2 and 

sodium ions is provided. Therefore, the investigation on the electrochemical performance and 

sodiation/desodiation mechanism of MoS2/C nanospheres provides insights for the feasibility of 

high-performance Na-ion batteries.  

Chapter 5 gives the development of the synthesis of MoS2/C nanomaterial is achieved via a one-

step spray pyrolysis in which sucrose is introduced as a carbonaceous material. The 

electrochemical properties of MoS2/C nanomaterial for Na-ion battery applications are discussed. 

The MoS2/C composite synthesized with spray pyrolysis is robust to withstand the volume 

change during charge/discharge cycles and the reaction kinetics have been investigated by 

electrochemical impedance spectroscopy (EIS) analysis and rate capability testing. To better 

understand the superior cycling performance of MoS2/C nanomaterial, the ability to preserve its 

morphology after cycling is demonstrated in details from ex-situ scanning electron microscopy 

(SEM) and transmission electron microscopy (TEM) images. 

In Chapter 6, the work related with tin sulfides (SnS, SnS2) and molybdenum disulfide for 

battery applications is summarized. Future work proposed includes the synthesis of unique one-

dimensional SnS2/C nanofibers with the electrospinning technique and their application for Na-

ion battery anodes. Another direction would be the in-situ TEM investigation to observe and 

understand the volume change of metal sulfides during cycling.  
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Chapter 2 

One-pot synthesis of SnS/C nanospheres for high-capacity lithium ion battery 

anode with long cycle life 

 

2.1 Introduction 

    Rechargeable lithium ion batteries have versatile applications such as portable electronics, 

power tools and have a potential for widespread implementation on plug-in hybrid electric 

vehicles.
[1,2]

 To advance such technologies, it is of great importance to develop high capacity 

electrode materials with stable lithium storage capability
[66,67]

. In recent years, many efforts have 

been devoted to searching for alternative anode materials with higher capacities than graphite 

(372 mAh/g) 
[68-70]

. Tin-based materials received intensive attention owing to high theoretical 

capacity, inexpensive cost, and less toxicity as compared with other anode candidates (Sb, Pb) 

[71,72]
. Recent studies focus on tin sulfides (SnS, SnS2), in consideration of the formation of  an 

amorphous Li2S buffer matrix originating from the conversion reaction (SnS + 2Li
+
 + 2e

-
 → Sn 

+ Li2S) 
[73,74]

. However, there are internal stresses stemming from the alloying process (Sn + 

4.4Li
+
 + 4.4e

−
 → Li4.4Sn). The large amount of lithium intercalation induces anisotropic volume 

expansion, which triggers particle pulverization and insufficient contact with the current 

collector and results in rapid battery degradation 
[75,76]

. Therefore, the existence of large volume 

change has been considered as a critical issue that hinders the practical application of tin sulfides 

in lithium storage. 
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2.1.1 SnS nanomaterials as Li-ion battery anodes 

    Extensive research has been done to mitigate these problems with two strategies: the 

fabrication of MoS2 nanomaterial and the incorporation of a conductive carbon matrix. Recently, 

conductive additives such as carbon nanotubes, conductive polymers and graphene have been 

incorporated into SnS, since it is a poor electron conductor 
[77-80]

. The concordant fast transport 

of electrons and ions within the electrode is essential to realize great reaction kinetics. Recently, 

a facile synthesis of SnS nanobelts with a length/thickness ratio of 100 was first developed in 

recognition that the flexible nanobelts could withstand large volume change 
[81]

.
 
The specific 

capacity can be maintained at 500 mAh/g for 50 cycles, but the capacity fading still exists. The 

fabrication of one-dimensional SnS material attracts much research interest since one-

dimensional structures such as nanowires, nanorods, and nanobelts can offer larger surface-to-

volume ratio as compared to higher dimensional structures 
[82,83]

. These one-dimensional 

nanostructures enable uniform arrangement of active material and there is substantial space 

between individual nanofibers or nanowires to allow the volume expansion or contraction based 

on lithium insertion/deinsertion process 
84

. Recently, one-dimensional SnS nanorods with carbon 

coating were synthesized and deliver stable cycling performance in Li-ion batteries. The 

electrochemical performance of metallic Sn, SnO2 and SnS was compared as reported by Im et 

al., in which SnS showed the highest reversible capacity (880 mAh/g) after 70 cycles
 [82]

. In their 

study, SnS nanoparticles were synthesized from photolysis of a 1:1 TMT (tetramethyl tin)/H2S 

mixture. However, the photolysis synthesis is not favorable for large-scale application because of 

the time-consuming fabrication, rigorous reaction condition, undesirable chemical usage and 

uncontrollable nanomaterial morphology. 
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2.1.2 Scope and objectives of this study 

In this study, SnS/C nanospheres are fabricated with a facile all-solid-phase synthetic route in 

which metallic Sn, sulfur powder and polyacrynitrile (PAN) is annealed under vacuum. Firstly, 

this synthesis route enables easier mass production of SnS/C nanomaterials. Secondly, the 

annealed SnS/C nanomaterials can be directly used without further purification. The SnS/C 

nanospheres show superior lithium storage capability with high reversible capacity (~900 mA/g) 

after 200 deep galvanostatic cycles. Extensive results from ex-situ XRD and cyclic 

voltammograms (CV) indicate that the reversible formation of Sn and Li-rich alloys when cycled 

between 0.01-1.5 V. It is found that the further lithiation at higher potential (3 V) has a 

significant contribution to the cycling performance of SnS, in which the nanosphere morphology 

is maintained without obvious particle pulverization and aggregation, leading to high capacity 

retention after hundreds of charge/discharge cycles, as demonstrated by ex-situ SEM and XRD 

studies.  

 

2.2 Experimental 

Synthesis: All chemicals were purchased from Sigma Aldrich and used as received. Tin, sulfur 

powder and polyacrynitrile (PAN) polymer were mixed in a weight ratio of 2:1:3 respectively, in 

which PAN is added as a carbon source. The reactants were sealed in a glass tube under vacuum. 

The desired product SnS/C was collected after the sealed glass tube was annealed in an oven at 

600 °C for 3 hours. 

Characterization: SEM images were taken using a Hitachi SU-70 analytical ultra-high 

resolution SEM (Japan); TEM images were taken with a JEOL (Japan) 2100F field emission 
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TEM; TGA was carried out using a thermogravimetric analyzer (TA Instruments, USA) with a 

heating rate of 5 °C min
-1

 in argon; the XRD pattern was recorded with a Bruker Smart1000 

(Bruker AXS Inc., USA) using CuKα radiation; Raman measurements were performed on a 

Horiba Jobin Yvon Labram Aramis using a 532 nm diode-pumped solid-state laser, attenuated to 

give ~900 µW power at the sample surface. 

Coin-cell performance tests: The SnS/C powder was mixed with carbon black and sodium 

alginate binder to form a slurry at the weight ratio of active material/carbon black/sodium 

alginate as 80:10:10. The electrode was prepared by casting the slurry onto copper foil and 

drying in a vacuum oven at 100 °C overnight. Coin cells for lithium batteries were assembled 

with lithium foil as the counter electrode, 1 M LiPF6 in a mixture of ethylene carbonate/diethyl 

carbonate (EC/DEC, 1:1 by volume) as the electrolyte, and Celgard®3501 (Celgard, LLC Corp., 

USA) as the separator. Electrochemical performance was tested using an Arbin battery test 

station (BT2000, Arbin Instruments, USA). All the cyclic voltammograms measurements were 

carried out using a Gamry Reference 3000 Potentiostat/Galvanostat/ZRA with a scan rate of 0.1 

mV/s. 

 

2.3 Results and Discussion 

2.3.1 Structural and composition characterization of SnS/C nanospheres 

SnS/C nanospheres are prepared from a facile all-solid-state synthetic method, in which 

metallic Sn, sulfur powder and polyacrynitrile (PAN) are annealed in a sealed glass tube under 

vacuum. This synthesis route is easier to scale up and the product after heat treatment can be 

used directly without any purification as compared with the hydrothermal route 
[83]

. This method 
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is more economical in the atomic scale since each reagent contributes to the final product. In this 

work, tin monosulfide (SnS) is formed due to the addition reaction between metallic Sn and 

sulfur, while the in-situ carbonization of PAN occurs simultaneously to enhance the electrical 

conductivity and act as an accommodating matrix. Figure 2.1a shows the crystallization structure 

of SnS characterized by X-ray diffraction (XRD). The conspicuous broadening in the range of 

15-30 degrees is ascribed to the existence of amorphous carbon. The peaks are in good 

agreement with a hexagonal structure of SnS (JCPDS No.33-1375)
 [84]

 and the main peaks can be 

indexed with characteristic crystal planes. The crystal structure and vibration properties of the 

SnS/C composite are further elucidated by Raman spectroscopy shown in Fig. 2.1b. The Raman 

spectra of SnS/C composite exhibits two distinct peaks at 190 cm
-1

 and 225 cm
-1

, which are 

typical Raman active modes Ag owing to in-plane vibrational modes of hexagonal layered 

structured SnS 
[85]

. There are two broad bands at 1364 cm
-1

 (D-band) and 1600 cm
-1

 (G-band) 

respectively, revealing the presence of in-plane vibration of sp
2
-bonded carbon atoms and 

vibrational modes from sp
3
-bonded carbon atoms in amorphous carbon 

[86]
.  

(a)  (b)      

Figure 2.1 (a) XRD characterization and (b) Raman spectra of SnS/C nanospheres. 
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The weight ratio of SnS is approximately 38% as demonstrated by the TGA result as shown in 

Fig. 2.2 and calculated based on Eq. 2.1. 

SnS (wt%) = 100% × 
molecular weight of SnS

molecular weight of SnO2
 × 

final weight of SnO2

initial weight of SnS/C composite
        (2.1) 

 

Figure 2.2.TGA result of SnS/C composite from 25 
o
C to 800 

o
C at a rate of 5

 o
C /min in air. 

 

The morphology of the as-prepared SnS/C composite is revealed by scanning electron 

microscopy (SEM), transmission electron microscopy (TEM) images, and energy dispersive X-

ray spectroscopy (EDS) mapping. From Fig. 2.3(a) and 2.3(b), it is clear that SnS forms typical 

spherical nanoparticles with conformal carbon coating due to in-situ carbonization of PAN after 

annealing. The average diameter of the SnS/C composite is ~200 nm as demonstrated by TEM 

image (Fig. 2.3(b)). The existence of amorphous carbon, Sn and S is demonstrated by the 

elemental mapping image of SnS/C, as shown by Fig. 2.3(c)-(f). The EDS mapping confirms that 

SnS is uniformly distributed in an amorphous carbon matrix. 
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(a)   (b)  

(c)                (d)  

(e)                   (f)  

Figure 2.3 (a) SEM image and (b) TEM image of SnS/C composite; (c) EDS mapping image 

of SnS/C composite; (d) EDS mapping image of element C; (e) EDS mapping image of element 

S; (f) EDS mapping image of element Sn. 
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2.3.2 Electrochemical properties of SnS/C nanospheres 

The electrochemical properties of the SnS/C composite are investigated in coin-cells with 

lithium metal as the counter electrode. The charge and discharge curves of the SnS/C electrode 

shown in Fig. 2.4(a) were measured between 0.01-3 V vs. Li
+
/Li at a current density of C/5 (1 C 

= 1136 mA/g). During initial lithiation, there is an obvious plateau at 1.1 V, which is attributed 

to the conversion reaction between SnS and lithium ions (SnS + 2Li
+
 + 2e

-
 → Sn + Li2S). A 

sloping curve is observed in the range of 0.3-0.75 V, which is indicative of the lithium alloying 

process. To further understand the electrochemical behavior of SnS/C nanospheres, cyclic 

voltammograms (CV) curves were measured for the initial five cycles with a cut-off potential 

window of 0.01-3 V as shown in Fig. 2.4(b). When discharged from 3 V to 0.01 V, three 

reductive peaks at 1.1, 0.6 and 0.01 V respectively are observed, and these are ascribed to the 

conversion reaction between SnS and Li
+
 and the formation of Li-rich alloys. An obvious 

broadening shoulder is observed at 0.6 V owing to the formation of a solid electrolyte interface 

(SEI) film on the electrode surface during initial lithiation. There are two corresponding 

oxidation peaks/shoulder at 0.3 V and 0.6 V due to the de-alloying process. In the subsequent 

cycles, despite the reductive peak at 1.1 V shifting to higher potential of 1.3 V, the other 

reductive peaks and corresponding oxidative peaks are still present, demonstrating the highly 

reversible electrochemical reactions with lithium ions.  
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(a)  (b)     

Figure 2.4 (a) Charge and discharge profiles of SnS/C electrode vs. Li
+
/Li with a cut-off 

window of 0.01-3 V (b) Cyclic voltammograms of SnS/C electrode between 0.01-3 V of the first 

5 cycles with a scan rate of 0.1 mV/s. 

 

Figure 2.5 shows the cycling performance of the SnS/C electrode based on the total capacity 

(Fig. 2.5(a) and 2.5(b)) and specific capacity of SnS (Fig. 2.5(c) and 2.5(d)) in different recharge 

settings, the cycling performance of carbonized PAN (Fig. 2.5(e)) and rate capability of the 

SnS/C electrode (Fig. 2.5(f)) in lithium ion batteries. The specific capacity of the SnS/C 

electrode achieves ~1200 mAh/g in the initial cycle at a current density of 227 mA/g. All the 

specific capacities are calculated based on SnS after subtracting the contribution from carbon, 

which is about 350 mAh/g at the same current density as shown in Fig. 2.5(e). In subsequent 

cycles, the charge capacity (delithiation) of SnS/C electrode retains at 900 mAh/g for 200 deep 

galvanostatic cycling. The coulombic efficiency for the SnS/C electrode after the initial cycle is 

close to 100%, demonstrating efficient lithium ion insertion and extraction processes. However, 

the charge capacity declines to 350 mAh/g after 100 cycles when cycled in a lower potential 

window of 0.01-1.5 V (Fig. 2.5(d)).  
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(a) (b)    

(c) (d)  

(e) (f)  

Figure 2.5 Cycling performance of the SnS/C electrode based on the total capacity in the 

potential range (a) 0.01-3 V; (b) 0.01-1.5 V ; Cycling performance of the SnS/C electrode based 

on SnS in the potential range (c) 0.01-3 V; (d) 0.01-1.5 V; (e) Cycling performance of 

carbonized PAN at a current density of 0.2 C; (f) Rate performance of the SnS/C electrode at 

different current rates cycled between 0.01 and 3 V. 
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    The rate performance of SnS/C electrode is investigated at various current rates from 0.1 C to 

4 C cycled between 0.01-3 V. As shown in Fig. 2.5(f), except for the capacity fading in the initial 

five cycles due to the large volume change, it exhibits stable cycling performance with increased 

lithium ion intercalation/de-intercalation processes, which is an indication of its fast reaction 

kinetics with lithium ions. The specific capacity of the SnS/C electrode is 900 mAh/g at a current 

rate of 0.2 C. Even at a high current rate of 1 C, the charge capacity of SnS/C electrode is 722 

mAh/g, and it recovers to its initial capacity (900 mAh/g) immediately after the current density 

decreases to 0.2 C. The fast reaction kinetics of the SnS/C electrode is associated with the in-situ 

carbonization of PAN, in which the electrical conductivity is greatly enhanced by the carbon 

coating. 

2.3.3 Effect of cutoff voltage on lithium storage performance of SnS/C anode 

It is acknowledged that a narrower potential window is more favorable to the cycling stability 

due to a shortened lithiation/delithiation process, smaller volume change and less mechanical 

stress in the electrode during long-term galvanostatic cycling. Much improved cycling 

performance of SnS/C electrode has been observed when cycled in an enlarged potential window 

in lithium-ion batteries. The cycled SnS/C cell between 0.01-1.5 V mainly undergoes the 

reversible alloying and de-alloying processes, as demonstrated by CV scans. The large volume 

change induced by the formation of lithium-rich alloys (Li4.4Sn) causes structural pulverization, 

results in insufficient contact with the current collector, and leads to battery malfunction in 

extended cycling.  To further elucidate the electrochemical mechanism, ex-situ studies in terms 

of SEM images and XRD diffraction patterns of the cycled SnS/C cells were carried out. Figure 

2.6 shows the morphology changes of the SnS/C electrode for two recharge settings. As 
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evidenced by the SEM image, the fresh SnS/C electrode shows a regular spherical shape with an 

average diameter of ~200 nm, consistent with the as-prepared SnS/C composite. After cycling 

between 0.01-1.5 V, the agglomeration of the active material occurs due to irreversible volume 

change during lithiation. As a comparison, the SEM image of a cycled SnS/C cell with an 

enlarged potential window (0.01-3 V) demonstrates that SnS can maintain spherical shape in 

extended cycling.  

Figure 2.7 shows the structural changes between a fresh SnS/C electrode, a discharged cell, a 

cycled cell in a lower potential range of 0.01-1.5 V and a cycled cell in an enlarged potential 

range of 0.01-3 V in XRD patterns. To understand the structural change at lithiation state, the 

cell was fully discharged to 0.01 V, then charged to 3 V (or 1.5 V) and maintained at 3 V (or 1.5 

V) for 24 hours. Before XRD measurements, the electrode was immersed in dimethyl carbonate 

(DMC) to remove LiPF6. The diffraction profiles of the fresh SnS/C electrode show 

characteristic peaks at 30 and 31 degrees, which are indexed to the (101) and (111) crystalline 

planes in the hexagonal structure of SnS. The crystalline Cu diffraction pattern, attributed to the 

copper current collector, was demonstrated by peaks at 43, 51 degrees. The existence of a peak at 

27 degree is due to the addition of carbon black in the electrode. After lithiation (discharge), the 

SnS in the SnS/C electrode converts to Li2S and LixSn. No crystal peaks can be observed in the 

discharged electrode and charged cell at 3 V, probably due to the formation of an amorphous 

structure. After one deep discharging/charging cycle to a fully delithiation state at 1.5 V, the 

existence of crystalline Sn was observed, as evidenced by the characteristic peak of metallic Sn 

at 31 degree and 33 degree 
[22]

. 
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Figure 2.6 Structural changes of fresh SnS/C electrode when charging to 1.5 V and charging to 

3 V after deep discharge/charge cycles as shown in SEM images. 

 

The crystalline phase can be assigned to tetragonal Sn (JCPDS 89-4898). The ex-situ XRD 

studies provides strong evidence for the reversible formation of Sn and Li-rich alloys when 

charged to 1.5 V, which further explains the capacity fading of the SnS/C electrode in a narrower 

potential window. The formation of crystalline Sn is evidenced by the (101) lattice plane with an 

interlayer distance of 0.27 nm and (001) direction with an interlayer distance of 0.31 nm, which 

further confirms the existence of crystalline Sn. These findings are consistent with ex-situ XRD 

measurements, demonstrating the formation of crystalline Sn when cycled between 0.01-1.5 V. 
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Figure 2.7 Structural changes of SnS/C electrodes before cycling, after discharge/charge 

cycles between 0.01-1.5 V and after discharge/charge cycles between 0.01-3 V (CB = carbon 

black). 

 

 

2.4 Conclusion 

The main challenge to advance high-power lithium-ion storage is accommodating the 

volumetric change caused by the large amount of lithium ion intercalation and maintaining the 

electrode integrity. The SnS/C composite was prepared with a facile one-pot synthetic route by 

annealing the mixture of metallic tin and sulfur powder with in-situ carbonization of PAN. The 

SnS/C electrode delivers an extremely high initial capacity (1200 mAh/g) and retains at 900 

mAh/g after 200 cycles at a current density of 227 mA/g, which is the best cycling performance 

to date. CV scans of SnS/C electrode show conspicuous peaks for the conversion reaction and 

redox peaks for the reversible formation and decomposition of Li-rich alloys. From ex-situ SEM 
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images of the fresh electrode, cycled SnS/C electrode between 0.01-1.5 V, and cycled SnS/C 

electrode between 0.01-3 V, the cycled SnS/C electrode in an enlarged recharge setting shows 

regular spherical shape without structural cracks, demonstrating its ability to maintain structural 

integrity and contributing to its superior lithium-ion storage capability. The superior cycling 

performance of the SnS/C electrode and the findings from ex-situ SEM and XRD pave the way 

for the feasibility of high-performance Li-ion batteries. 
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Chapter 3 

Solid-State Fabrication of SnS2/C Nanospheres for High Performance Na-Ion 

Battery Anode 

The results presented in this chapter have been published in ACS Appl. Mater. Interfaces:  

J. Wang, C. Luo, J. Mao, Y. Zhu, X. Fan, T. Gao, A. C. Mignerey, C. Wang, ACS Appl. Mater. 

Interfaces DOI: 10.1021/acsami.5b02413. 

 

3.1 Introduction 

    As promising substitutions to lithium ion batteries (LIBs), sodium ion batteries (NIBs) have 

attracted much attention for renewable energy storage due to low cost, inexhaustible sodium 

resources and similar insertion chemistry with lithium ions 
[87-90]

. The current Na-ion batteries 

face severe challenges from low energy density and poor cycling stability, since sodium 

intercalation induces anisotropic volume expansion, which triggers particle pulverization and 

insufficient contact with the current collector 
[91]

. Previous studies on the exploration of low-cost 

cathode materials, including selenium, NaFePO4, and transitional metal oxides and sodium 

sulfate 
[89, 92-94]

, have achieved great success in the fabrication of high performance cathode 

materials. The anode material studies focus on carbonaceous materials 
[95-98]

, metals (Sn, Sb)
 [99-

101]
, and metal oxides 

[102,103]
, all of which suffer from either low capacity or poor cycle life. The 

exploration of advanced anode materials with high capacity and long cycle life has emerged as a 

primary bottleneck for the development of high performance Na-ion batteries. 
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    To pursue a high performance anode material, the particle pulverization induced by sodium 

ion insertion/extraction has to be alleviated. The layered structure is favorable for ion 

intercalation/de-intercalation, and the interlayer spacing enables better accommodation upon 

large volume expansion. Among metal sulfides 
[104-106]

, SnS2 has a CdI2-type structure with each 

layer stacking via van der Waals interactions 
[107]

. Its large interlayer distance (0.59 nm) 

facilitates the intercalation/de-intercalation of alkali metal ions (Li
+
, Na

+
) and it is considered as 

a promising anode material for lithium and sodium storage 
[108-113]

. Inspired by the similar two 

dimensional structure of graphene, Xie et al. reported that SnS2@graphene composite can 

provide a reversible capacity of 725 mAh/g for 60 cycles at a current rate of 20 mA/g 
[114]

. 

Recently, Zhang et al. reported SnS2 with reduced graphene oxide composite for a sodium ion 

battery anode, which can deliver a high charge capacity of 649 mAh g
−1

 at a current rate of 100 

mA g
−1 [115]

. However, it still suffers from capacity loss after long-term cycling. Meanwhile, the 

preparation of SnS2/graphene composite involves the complex hydrothermal synthesis of SnS2 

from SnCl4 precursor, reduction of graphene oxide and complicated purification process from the 

mixture of tin (IV) chloride, and thioacetamide (TAA) 
[116]

. Therefore, it is not feasible for large 

scale production of uniform  nanomaterial. 

This work describes the synthesis of carbon coated SnS2 nanomaterial using a solid-state route 

in which metallic Sn, sulfur powder and polyacrynitrile (PAN) are annealed in a sealed vacuum 

glass tube. Firstly, this synthetic route enables mass production of SnS2/C nanomaterials. 

Secondly, the annealed SnS2/C nanomaterials can be directly used for electrode preparation 

without further purification. Thirdly, the large interlayer distance of SnS2 synthesized using the 

solid state reaction can effectively accommodate the volume changes in the sodiation, and the 

carbon from carbonized PAN significantly improves the electrical conductivity of pure SnS2. 
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Experimental observations demonstrate that SnS2/C nanomaterials show superior sodium storage 

capability with high reversible capacity (~600 mA/g) after 100 deep galvanostatic cycles. 

Extensive results from ex-situ scanning electron microscopy (SEM) show that the nanosphere 

morphology is maintained without obvious particle pulverization and aggregation, leading to 

high capacity retention after hundreds of charge/discharge cycles. 

 

3.2 Experimental  

    Synthesis: All chemicals were purchased from Sigma Aldrich and used as received. Tin, 

sulfur and polyacrylonitrile (PAN) were mixed with a ratio of 2:3:5 (Sn/S/PAN) by weight and 

sealed in a glass tube under vacuum. The sealed glass tube was annealed in an oven at 600 °C for 

3 h. The SnS2/Carbon composites were collected as a black powder.  

    Material Characterization: SEM images were taken using a Hitachi SU-70 analytical ultra-

high resolution SEM (Japan); TEM images were taken using a JEOL (Japan) 2100F field 

emission TEM; TGA was carried out using a thermogravimetric analyzer (TA Instruments, USA) 

with a heating rate of 5 °C min
-1

 in argon; the XRD pattern was recorded with a Bruker 

Smart1000 (Bruker AXS Inc., USA) using CuKα radiation; Raman measurements were 

performed on a Horiba Jobin Yvon Labram Aramis using a 532-nm diode-pumped solid-state 

laser, attenuated to give ~900 µW power at the sample surface. 

  Electrochemical measurements: The as-prepared SnS2/C powder was mixed with carbon black 

and sodium alginate binder to form a slurry of active material/carbon black/sodium alginate at 

the weight ratio of 80:10:10, respectively. Coin cells for sodium-ion batteries were assembled 

with sodium foil as the counter electrode, 1 M NaPF6 in a mixture of fluoroethylene 
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carbonate/dimethyl carbonate (FEC/DMC, 1:1 by volume) as the electrolyte and Celgard 3501 as 

the separator. The electrochemical performance was tested using an Arbin battery test station 

(BT2000, Arbin Instruments, USA). Both the charge and discharge current density and specific 

capacity were calculated based on the mass of SnS2 in the electrode. Cyclic voltammograms 

were recorded using a Solatron 1260/1287 Electrochemical Interface (Solatron Metrology, UK) 

with a scan rate of 0.1 mV/s between 0.005 and 2.5 V (versus Na/Na
+
). 

 

3.3 Results and Discussion 

3.3.1 The synthesis and structural characterization of SnS2/C composite 

Figure 3.1 shows the synthesis of the SnS2/C composite via a facile solid-state reaction in a 

sealed glass tube. The SnS2 is formed on a carbon matrix, which is generated by the 

carbonization of the PAN. Since the melting point of metallic Sn (231.9 °C) is much lower than 

the boiling point (445 °C) of sulfur, gaseous sulfur at 600 °C can completely react with liquid Sn 

in the sealed tube to form SnS2 and uniformly disperse on the carbon matrix formed from 

carbonization of the PAN. By this method, the composition of SnS2/C nanomaterials can be 

precisely controlled and be produced in large quantities.  

The crystalline structure of SnS2 was characterized using the X-ray diffraction pattern (XRD), 

as shown in Fig. 3.2(a). All the peaks can be indexed to 2T-type layered structure of SnS2 (PDF 

00-023-0677), with a calculated lattice parameter of a = 3.162 ± 0.003 Å and c = 5.890 ±0.003 Å. 

The absence of impurity peaks indicates the formation of pure crystalline SnS2. Since no graphite 

peaks are observed in the XRD, the carbon formed from carbonization of PAN exists as 

amorphous carbon. The graphitization degree of carbon in SnS2/C was further characterized with 
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Raman spectra, as shown in Fig. 3.2(b). The typical Raman active A
1

g mode of SnS2 is observed 

as a sharp peak at 313 cm
-1

, owing to in-plane vibrational modes within a sulfur-tin-sulfur plane 

[117,118]
. 

 

Figure 3.1 Schematic illustration of solid-state synthesis route of SnS2/C nanomaterials. 

(a)       (b)   

Figure 3.2 (a) X-ray diffraction pattern of the as-prepared SnS2/C composite; (b) Raman 

spectra of SnS2/C composite at room temperature using 532 nm wavelength excitation. 

 

    The Raman spectra exhibit two broad bands at 1350 cm
-1

 (D-band) and 1600 cm
-1

 (G-band), 

corresponding to typical in-plane vibration of sp
2
-bonded carbon atoms and vibrational modes 

from sp
3
-bonded carbon atoms in amorphous carbon, respectively 

[119]
. The intensity ratio of the 

D/G band is 2/1, as demonstrated by Fig. 3.2(b). The high peak ratio of the D band to G band 
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demonstrates the low graphitization of carbon in SnS2/C, which is consistent with the XRD result 

in Fig. 3.2(a).  

3.3.2 Composition analysis and morphology of SnS2/C composite 

The SnS2 content in the SnS2/C composite was determined using thermogravimetric analysis 

(TGA), as shown in Fig. 3.3. The major weight loss in the range of 450-600 
o
C is attributed to 

the combustion of C to CO2 gas and the oxidation of SnS2 to SO2 gas when the sample was 

oxidized in air from 25 
o
C to 800 

o
C 

[120]
. Based on the weight loss and Eq. 3.1, the weight ratio 

of SnS2 in the composite is calculated as 41%. 

 

Figure 3.3 TGA results of SnS2/Carbonized PAN (SnS2/C) composite from 25 
o
C to 800 

o
C in 

air at a heating rate of 5 
o
C/min. 
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The scanning electron microscopy (SEM) image is shown in Fig. 3.4(a). The as-prepared 

SnS2/C nanomaterial forms regular nanosphere morphology with a diameter about 200 nm. This 

is because the carbonaceous material tends to form a regular sphere-like morphology in the solid-

state reaction.
 
The spheroidizing of PAN also limits the growth of the SnS2 crystal in the c-axis 

direction during the synthesis, thus forming nanospheres 
[121]

. The nanosphere morphology of the 

SnS2/C composite is also seen in the transmission electron microscopy (TEM) image in Fig. 

3.4(b) with a clear round shape. The distribution of amorphous carbon, Sn and S is further 

demonstrated by elemental mapping images of SnS2/C, as shown by Fig. 3.5(a)-(d). The Energy-

dispersive X-ray spectroscopy (EDS) confirms that SnS2 is uniformly distributed in the 

amorphous carbon matrix. 

 

(a)   (b)  

Figure 3.4 (a) SEM image of SnS2/C composite; (b) TEM image of SnS2/C composite. 
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(a) (b)  

(c) (d)  

Figure 3.5 (a) EDS mapping image of SnS2/C composite; (b) EDS mapping image of element 

C; (c) EDS mapping image of element S; (d) EDS mapping image of element Sn. 

 

3.3.3 Cycling performance of SnS2/C nanospheres for SIBs 

The electrochemical properties of SnS2/C nanospheres were investigated in coin-cells using 

sodium metal as the counter electrode. To understand the discharge mechanism, cyclic 

voltammogram (CV) curves of the SnS2/C electrode were measured at a scanning rate of 0.1 

mV/s during the initial three cycles. Figure 3.6(a) shows that the initial sodiation process exhibits 

three cathodic peaks at 1.3 V, 0.9 V, 0.25 V, respectively and a very small shoulder at 0.6 V. The 
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peak at 1.3 V is ascribed to the formation of NaxSnS2 in which sodium ions intercalate into SnS2 

layers 
[114,115]

. The peak at 0.9 V is due to the conversion reaction between NaxSnS2 and sodium 

ions (NaxSnS2 + (4-x)Na
+
 + (4-x)e

-
 → Sn + 2Na2S) and the small shoulder at 0.6 V is due to the 

formation of irreversible solid electrolyte interphase (SEI) in the 1st cycle 
[115]

. The peak at 0.25 

V corresponds to the alloying process between metallic Sn and sodium ions. (Sn + yNa
+
 + ye

-
 → 

NaySn, 0 < y < 3.75) During the anodic scan to 2.5 V, there are three corresponding oxidation 

peaks/shoulder at 0.3 V, 1.1 V and 1.8 V, respectively due to the desodiation process. The 

oxidation peak at 0.3 V corresponds to the desodiation process of NaxSn to form metallic Sn and 

the peak at 1.1 V is attributed to the formation of NaxSnS2. The peak at 1.8 V is very 

inconspicuous and may correspond to the de-insertion process of NaxSnS2. In the subsequent 

cycles, the reductive peak at 0.3 V shifts to higher potential at 0.45 V, which is attributed to an 

activation process. 
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(a)  (b)   

(c)  (d)   

Figure 3.6 (a) Cyclic voltammetry curves of SnS2/C electrode scanning from 5 mV to 2.5 V at 

a scanning rate of 0.1 mV/s; (b) Charge-discharge profiles of SnS2/C electrode at a current 

density of 50 mA/g; (c) Cycling performance of SnS2/C electrode at a current density of 50 mA/g; 

(d) rate capability of SnS2/C electrode at various current densities in Na-ion batteries. 

     

    Figure 3.6(b) shows the galvanostatic charge and discharge behavior of the SnS2/C electrode 

measured between 0.005-2.5 V at a current density of 50 mA/g. During initial sodiation, the 

plateau at higher voltage (1.4 V) is attributed to the intercalation of sodium ions into SnS2 layers 

without composition change 
[114,122]

. The slope plateau at 0.8-0.6 V corresponds to the conversion 

reaction between sodium ions and NaxSnS2, in which metallic Sn and Na2S are formed, and the 

formation of solid electrolyte interphase (SEI) due to reduction of electrolytes. A sloping curve is 
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observed at a lower voltage, which is indicative of the alloying reaction between sodium ions and 

Sn (Sn + yNa
+
 + ye

-
 → NaySn, 0 < y < 3.75). The SnS2/C electrode delivers an extremely high 

capacity (1100 mAh/g) during the first sodiation, which is partially contributed by the 

irreversible formation of an SEI layer. In the subsequent cycles, the SnS2/C electrode exhibits 

stable cycling performance and a high reversible capacity (600 mAh/g) is maintained after 50 

cycles, as shown by the charge/discharge curves of the 2
nd

 cycle, 10
th

 cycle, 50
th

 cycle. All the 

specific capacities are calculated based on SnS2 after subtracting the contribution from carbon, 

which is about 100 mAh/g at the same current density. 

    The electrochemical performance upon galvanostatic cycling between 0.005 and 2.5 V at a 

current density of 50 mA/g is shown in Fig. 3.6(c). Though there is a large irreversible capacity 

loss (60%) in the first discharge (sodiation) and charge (desodiation) due to the formation of SEI 

layer, the SnS2/C electrode displays a stable capacity of around 600 mAh/g for 100 cycles with 

capacity loss of only 0.14% per cycle. Meanwhile, the Coulombic efficiency quickly increases to 

~100% after the first five cycles, demonstrating an efficient sodium ion 

intercalation/deintercalation process. The rate capability of the SnS2/C electrode at high current 

rates is demonstrated in Fig. 3.6(d). The electrode delivers stable charge capacity of 660 mAh/g 

at 50 mA/g. As the current density increases to 1 A g
-1

, the charge capacity still remains at 360 

mAh/g. After the current density decreases back to 50 mA/g, the capacity of SnS2/C electrode 

recovers to its initial capacity (660 mAh/g). The good rate capability of SnS2/C electrode is an 

important indicator of its fast reaction kinetics in Na-ion batteries. The SnS2/C nanospheres 

synthesized from solid-state reaction shows one of the best performances for Na-ion battery 

anodes to date 
[114-116]

. 
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3.3.4 Mechanism studies 

The mechanism for the highly stable cycling behavior of the SnS2/C electrode was 

investigated by analysis of the electrochemical impedance spectroscopy (EIS) at the 1
st
, 5

th
, 10

th
 

and 50
th

 cycles and shown in Fig. 3.7 using the equivalent circuit shown as the inset. The fitted 

resistances are given in Table 3.1. The EIS of the SnS2/C electrode is characterized by a 

depressed semi-circle in the high frequency region and a straight sloping line in the low 

frequency region. The resistance at the intersection of high frequency represents electrolyte 

resistance (R1), the semi-circle corresponds to interface impedances (SEI impedance R2, and 

charge transfer resistance R3), and the low-frequency slope line is due to the Na-ion diffusion 

resistance in the SnS2/C particles. As shown in Fig. 3.7 and Table 3.1, the interface resistance 

R2+R3 decreases in the first 5 cycles due to the activation process, and then become stable after 

the 5th cycle. The stable impedance between 10
th

 cycle and 50
th

 cycle demonstrates the 

robustness of the stable SEI layer and the robust structural integrity during charge/discharge 

cycles.  

 

Figure 3.7 Experimental (dot) and simulated (line) electrochemical impedance spectra of 

SnS2/C electrode after one cycle, five cycles, ten cycles and fifty cycles in Na-ion batteries. 
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Table 3.1 Resistances of the equivalent circuit obtained for different cycle number of the battery 

Cycle 

number 

 

R1 (Ω) R2 (Ω) R3 (Ω) CPE1

-T(Ω) 

CPE1

-P(Ω) 

CPE2

-T(Ω) 

CPE2

-P(Ω) 

1 15.22 270.7 N/A 7.685

2E-5 

0.584

78 

N/A N/A 

5 7.2 23.1 94.54 3.997

3E-6 

0.827

83 

2.005

1E-5 

 

0.794

51 

10 11.24 23.47 38.07 5.575

3E-6 

0.801

73 

1.530

6E-5 

0.806

68 

 

50 5.656 33.14 41.29 5.214

1E-6 

0.787

15 

1.658

5E-5 

 

0.785

76 

 

 

Figure 3.8 SEM image of SnS2/C electrode after 50 charge/discharge cycles in Na-ion 

batteries. 
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The morphology of SnS2/C electrode after 50 cycles was investigated by SEM. As shown in 

Fig. 3.8, the regular spherical particles can be clearly observed underneath the thin SEI layer 

formed during the first sodiation. The result was further confirmed by the TEM image of cycled 

SnS2/C electrode, as shown in Fig. 3.9. It shows that SnS2/C nanospheres maintain their 

morphology after 50 cycles, and the particle diameter remains about 200 nm. There are no 

observable structural cracks, particle pulverization or volume expansion induced by the large 

strain during repeated charge/discharge cycles. The SnS2/C nanospheres are capable of 

maintaining the morphology after 50 cycles in Na-ion batteries since the regular spherical shape 

is clearly observed. The result demonstrates that the SnS2/C electrode is able to maintain its 

structural and morphological integrity after cycling without severe particle pulverization, which 

contributes to the stable cycling performance in Na-ion batteries. Such features make the solid-

state formed SnS2/C nanospheres promising anode materials for high-performance Na-ion 

batteries. 

 

Figure 3.9 TEM image of SnS2/C electrode after 50 cycles in Na-ion batteries. 
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3.4 Conclusions 

    The SnS2/C nanospheres were synthesized using solid-state reaction through annealing the 

mixture of metallic tin, sulfur powder and PAN in a sealed vacuum glass tube. The 41% of 

crystal SnS2 nanoparticles are uniformly dispersed on the carbon matrix to form 200 nm SnS2/C 

composite sphere particles. The carbonization of PAN at high temperature provides a conductive 

carbon matrix to improve the electrical conductivity of SnS2. The SnS2/C anode can deliver a 

high specific capacity of 660 mAh/g at 50 mA/g, maintain a reversible capacity of 570 mAh/g 

after 100 cycles and retain capacity of 360 mAh/g
 
even at 1 A/g. The SnS2/C composite is robust 

to withstand the volume change during charge/discharge cycles as evidenced by the stable 

interface resistance in EIS analysis and good morphology maintenance after cycling in SEM 

images. 

 

 

 

 

 

 

 

 



56 

 

Chapter 4 

An Advanced MoS2/Carbon Anode for High Performance Sodium-Ion 

Batteries 

The results presented in this chapter have been published in Small:  

J. Wang, C. Luo, T. Gao, A. Langrock, A. C. Mignerey, C. Wang, Small, 2015, 11, 472-480 

(Cover image). 

 

4.1 Introduction 

    Lithium-ion batteries, the main energy supply for portable electronics, are considered as the 

prime candidates to power the next generation of electric vehicles (EVs) and hybrid electric 

vehicles (HEVs) 
[1,2,123]

. However, the concerns on the availability and distribution of lithium 

resource in the earth’s crust render the necessity to develop new battery chemistries. Among 

them, sodium-ion batteries have attracted much attention due to low cost, large resource 

availability, and similar insertion chemistry with lithium ions 
[124-126]

. Inspired by Li-ion battery 

chemistry, a large number of cathode materials, such as transitional metal oxides, were 

investigated in Na-ion batteries 
[127,128]

. However, there are not as many attempts on improving 

electrochemical performance of anode materials as that for cathode materials. Up to now, 

proposed anode materials include carbonaceous materials 
[129]

, Na-alloys (Sn, Sb) 
[130,131]

 and 

binary compounds (metal oxides, metal sulfides) 
[132-134]

. Due to the similar chemistry to Li-ion 

batteries, carbonaceous anode materials are widely used in Na-ion batteries 
[135]

. Recent reports 

on carbon nanosheet derived from peat moss
 [136]

 and hollow carbon nanowires
 [137]

 demonstrate a 
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reversible sodium-ion intercalation/deintercalation with specific capacities in the range of 200-

300 mAh/g. Some metals (Sn, Sb) can alloy with Na exhibiting a high capacity of 400-600 

mAh/g 
[130,131]

. However, it is very difficult to maintain the high capacity during 

charge/discharge cycles due to the large volume change. In this regard, anode materials with high 

capacity and superior cycling stability are urgently needed for Na-ion batteries.  

4.1.1 Previous studies of MoS2 for energy storage applications 

    Recently, there is growing research interest in layered MoS2 as an anode material for Li-ion
 

[138,139]  
and for Na-ion batteries

 [140]
. The unique layered structure is favorable for initial ion 

intercalation/de-intercalation, and the conversion chemistry enables high theoretical capacity. 

Molybdenum disulfide (MoS2) is one of the two-dimensional transition metal dichalcogenides 

(TMDs) 
[141,142]

. MoS2 has a lamellar structure with each layer stacking via van der Waals 

interactions. In a single-layered MoS2, there are numerous S-Mo-S units where molybdenum 

atoms are sandwiched in the center by sulfur atoms with strong covalent bonding. Due to the 

structural similarity to graphite but larger interlayer space, MoS2 has been explored as an anode 

for high power Li-ion batteries 
[143-145]

.  The lithiation process of MoS2 was depicted as an initial 

insertion process followed by a conversion reaction, leading to the formation of metallic Mo and 

Li2S 
[146-149]

. However, the delithiation mechanism is still in debate. It is unclear whether the 

delithiation process is dominated by the oxidation of Mo metal to MoS2 or the oxidation of Li2S 

to S 
[150, 151]

. 

    Due to the chemical similarity between lithium ion and sodium ion, MoS2 can also be used in 

Na-ion batteries. David et al. reported MoS2/graphene paper for Na-ion batteries and revealed 

the conversion reaction mechanism for MoS2 and Na ions during sodiation 
[140]

. However, the 
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desodiation mechanism was not clear. According to the conversion reaction between one MoS2 

molecule and four sodium ions, the theoretical capacity of MoS2 is 670 mAh/g 
[152]

.
 
However, the 

MoS2/graphene paper still suffers from low capacity (230 mAh/g) and poor cycle life (only 20 

cycles). Thus, advanced nanostructure fabrication and fundamental understanding of the 

sodiation/desodiation mechanism are critical to circumvent the main challenges and obtain a 

stable cycling performance of  the MoS2 anode. 

4.1.2 Overview of this study     

In this study, MoS2/C nanospheres with three-dimensional flower-like architecture were 

fabricated for use as a Na-ion battery anode. The MoS2/C nanospheres react with Na-ion through 

a fully successive intercalation and conversion reaction. The MoS2/C nanospheres exhibit a 

specific capacity of 520 mAh/g at 0.1 C (1 C = 670 mA/g) and maintain 400 mAh/g at 1 C for 

300 cycles and demonstrate one of the best electrochemical performances as anode materials in 

Na-ion batteries. High cycling stability of MoS2/C nanospheres is attributed to the formation of a 

stable solid electrolyte interface (SEI) layer on the MoS2/C nanospheres in fluoroethylene 

carbonate (FEC)-based electrolyte, and the fully reversible conversion reaction of MoS2 during 

sodiation/desodiation.  

 

4.2 Experimental  

4.2.1 Synthesis of nanostructured MoS2 and MoS2/C 

    Synthesis of MoS2 nanosheets: All chemicals were purchased from Sigma Aldrich and used 

as received. A mass of 100 mg of Na2MoO4•2H2O and 133 mg of NH2CSNH2 were dissolved in 
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20 mL deionized water and stirred for 10 min. The solution was then transferred into a Teflon-

lined stainless steel autoclave and annealed at 240 
o
C for 24 h. After that, the black precipitates 

were collected by centrifugation, washed with deionized water for three times and ethanol once, 

and dried in a vacuum oven at 80 
o
C for 12 h.  

    The reaction for the synthesis process is believed to be: 

4Na2MoO4 + 15CS(NH2)2 + 6H2O → 4MoS2 + Na2SO4 + 6 NaSCN + 24NH3(g) + 9CO2(g) 

  Synthesis of MoS2/C nanospheres: All chemicals were purchased from Sigma Aldrich and 

used as received. A mass of 100 mg of Na2MoO4•2H2O and 133 mg of NH2CSNH2 were 

dissolved in 20 mL deionized water, and then 334 mg of sucrose was added into the solution. 

After stirring for 10 minutes, the solution was clear and transferred into a Teflon-lined stainless 

steel autoclave. The reaction started after heat treatment at 240 
o
C for 24 h. After that, the black 

precipitates were collected by centrifugation, washed with deionized water and ethanol, and 

dried in a vacuum oven at 80 
o
C for 12 h. The MoS2/C nanospheres were annealed in a 

conventional tube furnace at 800 
o
C for 2 h in a stream of 5% hydrogen in argon flow. 

4.2.2 Material characterization and electrochemical testing tools 

  Material Characterizations: SEM images were taken with a Hitachi SU-70 analytical ultra-

high resolution SEM (Japan); TEM images were taken with a JEOL (Japan) 2100F field 

emission TEM; TGA was carried out using a thermogravimetric analyzer (TA Instruments, USA) 

with a heating rate of 5 °C min
-1

 in argon; the XRD pattern was recorded using a Bruker 

Smart1000 (Bruker AXS Inc., USA) using CuKα radiation; Raman measurements were 

performed on a Horiba Jobin Yvon Labram Aramis using a 532 nm diode-pumped solid-state 
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laser, attenuated to give ~900 µW power at the sample surface. Fourier transform infrared 

spectroscopy (FTIR) was recorded with a NEXUS 670 FT-IR Instrument. 

  Electrochemical measurements: The MoS2 or MoS2/Carbon powders were mixed with carbon 

black and sodium alginate binder to form a slurry of active material/carbon black/sodium 

alginate at the weight ratio of 70:20:10. Coin cells for sodium-ion batteries were assembled with 

sodium foil as the counter electrode, 1 M NaPF6 in a mixture of fluoroethylene 

carbonate/dimethyl carbonate (FEC/DMC, 1:1 by volume) as the electrolyte and Celgard 3501 as 

the separator. Electrochemical performance was tested using an Arbin battery test station 

(BT2000, Arbin Instruments, USA). Both the charge and discharge current density and specific 

capacity were calculated based on the mass of MoS2 in the electrode. Cyclic voltammograms 

were recorded using a Solatron 1260/1287 Electrochemical Interface (Solatron Metrology, UK) 

with a scan rate of 0.1 mV/s between 0.005 and 2.5 V (versus Na/Na
+
). 

 

4.3 Results and discussion 

4.3.1. Material Characterization 

The crystal structures of as-prepared MoS2 nanosheets and MoS2/C nanospheres were 

characterized using X-ray diffraction (XRD), as shown in Fig. 4.1(a). The diffraction profiles 

demonstrate the phase purity of MoS2 with crystallized hexagonal structure (JCPDS 65-0160). 

MoS2/C nanospheres show conspicuous peaks at 33
°
 and 59

°
, which are indexed to the (100) and 

(110) planes of crystalline MoS2, respectively 
[153]

.
 
The shift of the (002) peak from 14.2

°
 to 16.5

°
 

is triggered by the intercalation of carbon sheets (amorphous carbon) between MoS2 sheets, and 

the peak at 16.5
°
 is induced by the interlayer distance between the carbon layer and the MoS2 
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layer 
[153, 154, 155]

.
 
Raman spectra of MoS2 nanosheets and MoS2/C nanospheres are shown in Fig. 

4.1(b). The hexagonal layered structure of MoS2 is indicated by two peaks located at 383 cm
-1

 

and 408 cm
-1

, which are typical first-order Raman active modes E
1

2g and A1g due to in-plane 

vibrational modes within the sulfur-molybdenum-sulfur layer 
[156]

. The Raman spectrum of 

MoS2/C nanospheres exhibits two broad bands at 1360 cm
-1

 (D-band) and 1598 cm
-1

 (G-band), 

besides typical peaks from hexagonal structured MoS2. The G-band and D-band reveal the 

presence of in-plane vibration of sp
2
-bonded carbon atoms and vibrational modes from sp

3
-

bonded carbon atoms in amorphous carbon 
[157]

. 

(a)  (b)  

Figure 4.1 (a) XRD characterization of as-prepared MoS2 and MoS2/C nanospheres; (b) 

Raman spectra of as-prepared MoS2 and MoS2/C nanospheres. 

 

    To determine the weight ratio of MoS2 to carbon in the sample, thermogravimetric analysis 

(TGA) was carried out from 25 
o
C to 800 

o
C in air, as shown in Fig. 4.2(a). The residue of 

MoS2/C composite after TGA is MoO3, as confirmed by X-ray diffraction pattern in Fig. 4.3 

(MoO3, JCPDS 005-0508). A major weight loss is observed in the range from 300 °C to 400 °C, 
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which is due to the weight loss induced by oxidation of C into CO2 and MoS2 into MoO3 with 

the formation of SO2 gas 
[139,158]

, based on the following reactions: 

2 MoS2(s) + 7 O2(g)  →  2 MoO3(s) + 4 SO2(g)                                                     (4.1) 

C + O2 → CO2                                                                                                         (4.2) 

   The weight loss due to the sublimation of nano-size MoO3 was observed after 700 
o
C.  The 

sublimation temperature of nanoscale MoO3 may be lower than that of bulk MoO3 powder (1155 

o
C),

 
and most of the MoO3 nanoparticles sublimed at 730 

o
C. MoO3 nanoparticles may also begin 

to melt at a temperature lower than its melting point (795 
o
C) owing to the small size and large 

surface area of MoO3 nanoparticles, similar phenomenon has been observed for other 

nanoparticles.
 
Thus, it is possible that a small portion of MoO3 nanoparticles grow into bulk 

MoO3 at the temperature below the melting point of MoO3. The resulting bulk MoO3 will have a 

high boiling temperature of 1155 
o
C, thus left (5%) as solid MoO3 at 730 

o
C. The remaining solid 

was characterized with XRD, and it is MoO3 as evidenced by Fig. 4.3 with characteristic (020), 

(040) and (060) peaks at 14, 26, 39 degrees, respectively. The weight percentage of MoS2 was 

further calculated to be 66.7% for MoS2/C nanospheres according to Eq. 4.3: 

MoS2 (wt%) = 100 ×  
𝑀𝑀𝑜𝑆2

𝑀𝑀𝑜𝑂3

 ×
𝐹𝑖𝑛𝑎𝑙 𝑤𝑒𝑖𝑔ℎ𝑡 𝑜𝑓 𝑀𝑜𝑂3

𝐼𝑛𝑖𝑡𝑖𝑎𝑙 𝑤𝑒𝑖𝑔ℎ𝑡 𝑜𝑓 𝑀𝑜𝑆2−𝐶 
 (M: molecular weight)    (4.3) 
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Figure 4.2 TGA result of nanostructured MoS2/C nanospheres in air from room temperature to 

800 
o
C at a heating rate of 5 

o
C /min. 

 

 

Figure 4.3 XRD characterization of MoO3 resulting from TGA heating of MoS2/C 

nanospheres in air. 
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(a) (b)  

Figure 4.4 (a) XPS spectra of MoS2/C composite showing Mo 3d, S 2s; (b) XPS spectra 

showing the C 1s peak. 

         

    Figure 4.4 shows the X-ray photoelectron spectroscopy (XPS) spectra of the MoS2/C binding 

energy peaks with C1s reference peak at 284.8 eV. The presence of MoS2 and carbon 

components are demonstrated by the characteristic Mo and S with an elemental ratio of ~1:2 and 

the prominent peak of C1s at 284.8 eV.  The Mo 3d spectra shows a Mo
6+

 3d3/2 peak at 236 eV, a 

Mo
4+

 3d3/2 peak at 233 eV, a Mo
4+

3d5/2 peak at 229 eV, and the S 2s peak is detected at 227 eV. 

The Mo
6+

 3d3/2 peak presents with a small portion (18%) as compared with Mo
4+

 3d, which is 

possibly due to the oxidation of Mo
4+

 in the atmosphere or the small residue of the reactant 

Na2MoO4. The S 2p spin orbit split peaks constrained with a spin orbit splitting of 1.18 eV and 

an area ratio of 0.5 (S 2p1/2:S 2p3/2 = 0.5) are shown in the range of 160-168 eV. The shoulder 

peak at 169 eV corresponds to the oxidized sulfur. A sharp peak of C1s is detected at 284.8 eV 

with a small portion of graphitic carbon in the region of 286-289 eV.  
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(a) (b)  

Figure 4.5 SEM images of (a) MoS2/C nanospheres; (b) MoS2 nanosheets. 

The morphology of as-prepared MoS2/C and MoS2 is revealed by SEM, TEM images and 

energy dispersive X-ray spectroscopy (EDS) mapping. As indicated by Figure 4.4, the as-

prepared MoS2 forms two-dimensional nanosheets, while MoS2/C displays flower-like three-

dimensional nanosphere architecture after in situ carbon coating. The introduction of carbon 

remarkably reduces the size and morphorlogy of the MoS2 nanosheets. The distinct ring pattern 

of selected-area electron diffraction (SAED) in the insets of Figure 4.5a and 4.5b reveals the 

crystalline nature of MoS2 nanosheets and MoS2/C nanospheres, which is consistent with the 

XRD results in Fig. 4.1a.  
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 (a) (b)  

(c)      (d)  

(e)     (f)  

Figure 4.6 (a) TEM image of MoS2/C nanospheres (indexed with SAED); (b) TEM image of 

MoS2 nanosheets (indexed with SAED); (c) elemental mapping images of MoS2/C nanospheres; 

(d) elemental mapping image of C; (e) elemental mapping image of S; (f) elemental mapping 

image of Mo. 
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(a) (b)  

Figure 4.7 (a) High-resolution transmission electron microscopy (HRTEM) image of MoS2/C 

composite; (b) TEM image of MoS2/C composite. 

     

    The existence of amorphous carbon, Mo and S is demonstrated by elemental mapping image 

of MoS2/C nanospheres as shown by Fig. 4.6(c)-(f). The EDS mapping confirms that MoS2 is 

uniformly distributed in amorphous carbon matrix. To further elucidate the morphology of 

MoS2/C composite, HRTEM characterization was carried out and shown in Fig. 4.7(a). The 

layered structure of hexagonal crystalline MoS2 is demonstrated and the interlayer distance is 

consistent with previous literature 
[156]

. The flower-like morphology and dispersion of MoS2 in 

amorphous carbon are revealed in the TEM image of the MoS2/C composite as shown in Fig. 4.7 

(b). 

4.3.2 Electrochemical performance 

    The electrochemical properties of MoS2 nanosheets and MoS2/C nanospheres were evaluated 

using coin cells with sodium metal as a counter electrode. Figure 4.8a and 4.8b show the cyclic 

voltammograms (CV) of a MoS2 (nanosheets) electrode and a MoS2/C (nanospheres) electrode in 

the initial five cycles, respectively. The CV curves of MoS2 show reductive peaks at 1.2 V, 0.7 V 

and the corresponding oxidation peaks/shoulder at 0.6, 1.7 and 2.2 V in the first cycle (Fig. 
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4.8(a)). In the second sodiation, the reductive peak at 1.2 V shifts to a higher potential of 1.4 V, 

and the intensity of the peak at 0.7 V is reduced, while the oxidation peaks are slightly increased. 

The CV peaks are stable during the subsequent four cycles, demonstrating a highly reversible 

and stable sodiation/desodiation process. The sodiation peak at 1.4 V is attributed to intercalation 

of sodium ions into MoS2 interlayers. 

MoS2 + xNa
+
 +xe

−
 → NaxMoS2                                                                                             (4.4) 

The peak at 0.7 V is due to the conversion reaction 

NaxMoS2 + (4-x)Na
+
 + (4-x)e

−
 → 2Na2S + Mo 

[140]
                                                              (4.5) 

The corresponding desodiation peaks demonstrate three successive reversible reactions. The 

intensity decrease of the peak at 0.7 V in the following cycles suggests that the SEI film is 

formed on the electrode surface at this potential. SEI film formation leads to irreversible capacity 

loss and low Coulombic efficiency in the first cycle. The CV scans of the MoS2/C electrode 

show similar peaks but are less prominent due to interference of the Na-ion insertion/extraction 

with the carbon coating layer. In addition, the stable redox peaks in Fig. 4.8(a) and 4.8(b) 

illustrate the good cycling stability of the MoS2 and MoS2/C electrodes. 
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(a)  (b)  

(c)  (d)  

Figure 4.8 (a) Cyclic voltammograms of the MoS2 electrode and (b) MoS2/C electrode between 

0.005 V-2.5 V with a scan rate of 0.1 mV/s; (c) Charge and discharge profiles of the MoS2 

electrode and (d) MoS2/C electrode vs. Na
+
/Na with a cut-off window 0.005 V-2.5 V. 

     

The charge and discharge curves of the MoS2 electrode and the MoS2/C electrode with a cut-

off window between 0.005 V and 2.5 V at a current density of 0.1 C are shown in Fig. 4.8(c) and 

4.8(d). During initial sodiation, three phase transitions located at 1.4 V and 0.7 V and 0.2-0.005 

V are observed in MoS2 and MoS2/C electrodes, which is consistent with the CV scans in Fig. 

4.8(a) and 4.8(b). The first phase transition corresponds to the intercalation of sodium ions to the 

MoS2 interlayer, and the second phase transition is ascribed to the conversion reaction. The 
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plateau at 0.2-0.005 V is due to insertion of the Na-ion into the interface between Mo and Na2S. 

For the MoS2/C electrode, a sloping curve is observed and no conspicuous potential plateau can 

be detected in the subsequent sodiation processes. This phenomenon is consistent with the CV 

curves of MoS2/C electrode. However, the sloping plateau at 1.7 V is still visible, revealing the 

highly reversible oxidation reaction from Mo to MoS2. Meanwhile, the MoS2/C electrode 

displays an exceptional high desodiation capacity at 671 mAh/g in the initial cycle. The capacity 

of the MoS2/C electrode is very close to the theoretical capacity (670 mAh/g) of MoS2, which is 

calculated based on one MoS2 molecule reacting with four sodium ions in the conversion 

reaction (Eq. 4.4, Eq. 4.5).  

The cycling stability of MoS2 and MoS2/C electrodes was investigated at 0.1 C. As indicated 

by Fig. 4.9 (a), the Coulombic efficiencies of both MoS2 and MoS2/C electrodes after 10 cycles 

are close to 100%, revealing high stability of the SEI film formed in the FEC (fluoroethylene 

carbonate)-based electrolyte. It has been revealed that FEC can stabilize the formation of the SEI 

film on the electrode surface, leading to stable cycling performance 
[159]

.
 
All the specific 

capacities are calculated based on MoS2 after subtracting the contribution from carbon, which is 

about 100 mAh/g at the same current density. 
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(a)  

(b)   

(c)  

Figure 4.9 (a) Cycling performance of the MoS2/C electrode in FEC added electrolyte (red 

squares, desodiation cycles; blue circles, sodiation cycles), and the MoS2 electrode (black 

squares, desodiaiton cycles; purple circles, sodiation cycles. (b) Rate capability of MoS2/C 

electrode (1 C = 670 mA/g); (c) Rate capability of MoS2 electrode.  
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    The MoS2/C electrode displays a much higher capacity than that of the MoS2 electrode. It 

delivers a high capacity (671 mAh/g) in the first cycle, and retains at 520 mAh/g for 50 cycles, 

while the MoS2 electrode delivers a reversible capacity of only 360 mAh/g for 50 cycles. The 

cycling performance of the MoS2 electrode and MoS2/C electrode at high current rates is 

demonstrated in Fig. 4.9(b) and Fig. 4.9(c), respectively. During the charge/discharge cycles, 

both MoS2 and MoS2/C electrodes show stable cycling performance in Na-ion batteries. Even at 

a high current rate of 2 C, the charge capacity of MoS2/C electrode is 390 mAh/g, which is an 

indication of its fast reaction kinetics with sodium ions. After the current density decreases to 0.1 

C, the capacity of MoS2/C electrode recovers to its initial capacity immediately (520 mAh/g). 

After rate capacity measurement, the MoS2/C electrode is further cycled at a high current of 1 C 

to investigate the long-term cycling stability. At 1 C, the MoS2/C electrode maintains a reversible 

capacity of 400 mAh/g for 300 cycles without obvious capacity fading (Fig. 4.9(b)). Similarly, 

the MoS2 electrode also shows highly stable cycling capacity, although the capacity of MoS2 is 

lower than that of MoS2/C. The capacity fading of the initial cycles at a current density of 0.1 C 

is due to the large volume expansion during initial discharge. After that capacity loss, the MoS2 

electrode shows great rate capability. As current density increases from 0.1 C to 2 C, the capacity 

decreases from 420 mAh/g to 300 mAh/g. The charge capacity of MoS2 retains 68% of its initial 

capacity at a current density up to 2 C. Furthermore, the capacity increases to its initial capacity 

(410 mAh/g) after the current density returns to 0.1 C. 

The higher capacity of the MoS2/C electrode is ascribed to the improved reaction kinetics by 

carbon coating, as further confirmed by electrical impedance spectra (EIS) of both the MoS2 and 

MoS2/C. The role of the carbon coating can be understood in three aspects: (1) smaller particle 

size: The introduction of carbon remarkably reduces the particle size as evidenced by SEM 
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images. (2) morphological change: The as-prepared MoS2 exhibits nanosheet morphology while 

the carbon coated MoS2 displays spherical particles, as shown by TEM images. The colloidal 

carbonaceous material tends to form a 3D sphere-like morphology 
[153,160]

.
  
(3) better electrical 

conductivity: The electrochemical impedance spectroscopy (EIS) measurements shown in Fig. 

4.10 demonstrate that the carbon coating significantly enhances the electrical conductivity of the 

active material-MoS2.   

To investigate the role of carbon coating in the reaction kinetics of MoS2, the reaction kinetics 

of MoS2 with and without carbon coating were measured using EIS. The EIS curves of both 

MoS2 electrodes show one depressed semi-circle in high frequency region and a straight sloping 

line in low frequency region. The semi-circle and a sloping line correspond to charge transfer 

impedance within the electrode and ion diffusion resistance, respectively. From Fig. 4.10, the 

MoS2/C electrode material has extraordinary lower Rct (~600 Ω) as compared with the MoS2 

electrode material (Rct = ~3500 Ω), demonstrating that MoS2/C electrode has faster reaction 

kinetics. The superior rate capability of the MoS2/C electrode further confirms the essential role 

of carbon coating on enhancing the electrical conductivity and reaction kinetics. The small size, 

large surface area and short ion diffusion pathway enables easier access to Na
+
, leading to 

exceptional battery performance.  
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Figure 4.10 Nyquist plots of fresh MoS2/C electrode and MoS2 electrode in Na-ion batteries. 

 

4.3.3 Mechanism investigation 

The mechanism behind the high Coulombic efficiency, high capacity and exceptional cycling 

stability of MoS2/C anode is investigated. The high Coulombic efficiency of MoS2/C anode may 

be attributed to the robustness of the SEI film that can effectively accommodate volume changes. 

Figure 4.11 shows the morphology of the MoS2/C electrode after 50 deep charge/discharge 

cycles. As evidenced by the SEM image, the SEI coating and volume expansion during sodiation 

changes flower-like MoS2/C nanospheres into solid spherical nanoparticles. Meanwhile, the 

morphology of MoS2/C electrodes after 50 cycles in FEC electrolyte was characterized using 

TEM (Fig.4.11(b)). Despite the particle size of MoS2/C nanospheres increasing from 200 nm to 

300 nm due to sodium-ion intercalation/de-intercalation, the regular nanosphere morphology is 

still maintained in FEC electrolyte. A shell is formed on the surface of flower-like MoS2/C 

nanospheres, demonstrating the formation of the SEI film on the surface of MoS2/C nanospheres. 

The SEI layer coating on the MoS2/C electrode was further confirmed by FTIR. Figure 4.12 
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shows the FTIR spectra of MoS2/C nanospheres, fresh MoS2/C electrode and cycled MoS2/C 

electrode. The cycled MoS2/C electrode was immersed in diethylcarbonate (DEC) for 24 hours to 

remove NaPF6. As indicated by Fig. 4.12, there are two conspicuous peaks at 1400 cm
-1

 and 

1572 cm
-1

 in the spectra of cycled MoS2/C electrode, representing the stretching vibration of the 

carbonate groups of FEC and DMC in SEI layer 
[161]

, while peaks at 1400 cm
-1

 and 1572 cm
-1

 are 

absent in the spectra of MoS2/C powder and fresh MoS2/C electrode.  

(a)  

(b)  

Figure 4.11 (a)The SEM image of MoS2/C nanospheres after 50 cycles in Na-ion batteries; (b) 

The TEM image of MoS2/C nanospheres after 50 cycles in Na-ion batteries. 
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Figure 4.12 FTIR spectra of MoS2/C nanosphere powders (black curve), fresh MoS2/C 

electrode without cycling (red curve), and MoS2/C electrode after 50 charge/discharge 

cycles(blue curve) in Na-ion batteries. 

 

    The conversion reaction mechanism (NaxMoS2 + (4-x) Na
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−
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(discharge), the MoS2 in the MoS2/C electrode converts to Mo and Na2S. The existence of Na2S 

was revealed by its characteristic peak at 39 degrees (JCPDS No. 03-0933) and a weak signal 

from unreacted MoS2 was shown in the fully discharged cell. No crystal Mo peaks can be 

observed in the discharged MoS2/C electrode, probably due to the formation of amorphous Mo 

[162,163]
.
 
At desodiation after one fully discharge/charge cycle, the existence of crystalline MoS2 

was observed, as evidenced by the characteristic (100) peak at 33 degrees. It is worth noticing 

that a small peak of Na2S was also observed in the fully charged electrode, which is due to the 

incomplete reaction of Na2S during the desodiation process. Meanwhile, crystalline sulfur is not 

detected, suggesting the complete reaction from Na2S to MoS2 rather than S during desodiation.  

 

Figure 4.13 Structural changes of MoS2/C electrodes before and after discharge/charge cycles 

(peaks of MoS2 are labeled as *, # for Na2S, squares for Cu current collector and circles for 

carbon black). 
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4.4 Conclusion 

    In summary, flower-like MoS2/C nanospheres were fabricated as Na-ion battery anodes. The 

MoS2/C nanospheres show high capacity, long cycle life and exceptional rate capability in Na-

ion batteries. They deliver a reversible capacity of 520 mAh/g at a current density of 0.1 C. After 

increasing the current density to 1 C, MoS2/C nanospheres maintain a specific capacity of 400 

mAh/g for 300 cycles, demonstrating the exceptional cycling ability and fast reaction kinetics. 

Such an excellent electrochemical performance of the MoS2/C anode in Na-ion batteries is 

ascribed to the carbon coating, small size and the formation of a stable SEI layer. The superior 

battery performance of MoS2/C nanospheres demonstrates that MoS2 is a promising anode 

material for Na-ion batteries. Furthermore, the reversibility of the conversion reaction between 

MoS2 and sodium ions was demonstrated by ex-situ XRD. The electrochemical performance and 

reversible sodiation/desodiation mechanism of MoS2/C nanospheres paves the way for the 

feasibility of high-performance Na-ion batteries.  

 

 

 

 

 

 



79 

 

Chapter 5 

One-Step Aerosol Spray Pyrolysis of MoS2/C Nanospheres for High-Capacity 

and Stable Na-Ion Battery Anode 

 

5.1 Introduction 

In Chapter 4, MoS2/C nanoflowers were fabricated via hydrothermal method and the novel 

material shows superior electrochemical performance (520 mAh/g) with reversible conversion 

reaction for sodium storage 
[164]

.
 
Despite the excellent cycling performance shown by MoS2/C or 

MoS2/graphene composite, the preparation process involves the time-consuming and low yield 

hydrothermal synthesis of MoS2, energy-consuming thermal reduction of graphene oxide and 

complicated purification process
 [164,166]

. Therefore, it is not feasible for large scale production of 

uniformed nanomaterial.  

    Herein, for the first time, MoS2/C nanomaterial was in-situ synthesized with aerosol spray 

pyrolysis in which ammonia tetrathiomolybdate ((NH4)2MoS4) was used as a precursor solution 

and sucrose as a carbon source. This synthetic route enables mass production of MoS2/C 

nanomaterials for Na-ion battery application with a low cost and facile one-pot synthesis. The 

annealed MoS2/C nanomaterials can be directly used for electrode preparation without further 

purification. This is distinctly different from the hydrothermal method and makes the spray 

pyrolysis method more feasible for scalable application. The introduction of sucrose improves 

the electrical conductivity and reaction kinetics of MoS2, since the carbonized sucrose serves as a 

conductive matrix for MoS2. Meanwhile, it seems that the colloidal carbonaceous material tends 
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to form a 3D sphere-like morphology
 [167]

. Experimental observations show that the as-prepared 

MoS2/C composite forms a sphere-like nanostructure and shows superior sodium storage 

capability with high reversible capacity (~600 mA/g) after 100 deep galvanostatic cycles. 

Extensive results from ex-situ scanning electron microscopy (SEM) and transmission electron 

microscopy (TEM) images show that the nanosphere morphology is preserved without obvious 

particle pulverization and aggregation, leading to high capacity retention after hundreds of 

charge/discharge cycles. 

 

5.2 Experimental 

5.2.1 Material synthesis and structural characterization 

Synthesis: All chemicals were purchased from Sigma Aldrich and used as received. The MoS2/C 

composite was prepared by aerosol spray pyrolysis of the aqueous solution of ammonium 

tetrathiomolybdate (NH4)2MoS4 and sucrose. The synthetic process is depicted in Fig. 5.1. The 

aqueous solution of (NH4)2MoS4 and sucrose is used as the precursor solution and sprayed by an 

ultrasonic atomizer. The aerosol is transported with the flow of carrier gas through a high 

temperature tube furnace, in which the sample was heated up to 700 °C. The resulting product 

was filtered and collected as black powder. A mass of 1g (NH4)2MoS4 and 2 g sucrose were 

mixed and dissolved in 200 mL of deionized water, and the clear red solution was stirred at room 

temperature for 2 hours. The USP system for aerosol spray was flushed with N2 prior to solution 

addition. The solution was heated up to 700 °C under N2 and remained at 700 °C for 4 hours. A 

fine orange-red mist was observed during the heat treatment and the final product was collected 

on the cooler as black powder.  
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Figure 5.1 Schematic representation showing synthesis of MoS2/C composite. 

  Material Characterizations: SEM images were taken by a Hitachi SU-70 analytical ultra-high 

resolution SEM (Japan); TEM images were taken by a JEOL (Japan) 2100F field emission TEM; 

TGA was carried out using a thermogravimetric analyzer (TA Instruments, USA) with a heating 

rate of 5 °C min
-1

 in argon; the XRD pattern was recorded using a Bruker Smart1000 (Bruker 

AXS Inc., USA) using CuKα radiation; Raman measurements were performed on a Horiba Jobin 

Yvon Labram Aramis using a 532-nm diode-pumped solid-state laser, attenuated to give ~900 

µW power at the sample surface. X-ray photoelectron spectroscopy (XPS) analysis was 

performed on a high sensitivity Kratos AXIS 165 X-ray photoelectron spectrometer using 

monochronic AlKɑ radiation. 

5.2.2 Coin-cell assembly and characterization 

  Electrochemical measurements: The as-prepared MoS2/Carbon composite was mixed with 

carbon black and sodium alginate binder to form a slurry at the weight ratio of 70:20:10. Coin 

cells for sodium-ion batteries were assembled with sodium foil as the counter electrode, 1 M 

NaPF6 in a mixture of fluoroethylene carbonate/dimethyl carbonate (FEC/DMC, 1:1 by volume) 
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as the electrolyte and Celgard 3501 as the separator. The electrochemical performance was tested 

using an Arbin battery test station (BT2000, Arbin Instruments, USA). Both the charge and 

discharge current density and specific capacity were calculated based on the mass of MoS2 in the 

electrode. Cyclic voltammograms were recorded using a Solatron 1260/1287 Electrochemical 

Interface (Solatron Metrology, UK) with a scan rate of 0.1 mV/s between 0.005 and 2.5 V 

(versus Na/Na
+
). 

 

5.3 Results and Discussion 

5.3.1 Spray-pyrolysis synthesis of MoS2/C composite 

The XRD pattern shown in Fig. 5.2(a) demonstrates the phase purity of MoS2 with crystallized 

hexagonal structure (JCPDS 65-0160). The MoS2/C composite shows conspicuous peaks at 33
°
 

and 59
°
, which are indexed to (100) and (110) planes of crystalline MoS2, respectively

 [168]
.
 
The 

typical (002) reflection peak at 14.2° is not observed in the MoS2/C composite, indicating that 

the material contains few layers graphene-like MoS2 
[169]

.
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(a)  

 

(b)
 

Figure 5.2 (a) XRD of aerosol-spray formed MoS2/C composite; (b) Raman spectra of MoS2/C 

composite at room temperature using 532 nm wavelength excitation. 

 

Raman spectra of MoS2/C composite in the range of 300-2000 cm
-1

 and 300-500 cm
-1

 are 

shown in Fig. 5.2(b). As shown in Fig. 5.2(b), there are two typical peaks of hexagonal layered 

structure of MoS2 located at 383 and 408 cm
-1

, which are attributed to first-order Raman active 
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modes E
1

2g and A1g, due to in-plane vibrational modes within the sulfur-molybdenum-sulfur 

layer 
[170]

. The Raman spectrum of MoS2/C nanospheres exhibits two broad bands at 1360 cm
-1

 

(D-band) and 1598 cm
-1

 (G-band), and the intensity ratio of the D/G bands is 3:4 as 

demonstrated by Fig. 5.2(b). The G-band and D-band reveal the presence of in-plane vibration of 

sp
2
-bonded carbon atoms and vibrational modes from sp

3
-bonded carbon atoms in amorphous 

carbon 
[171]

.  

 

5.3.2 Composition analysis with TGA, XPS and electron microscopy 

 

 

Figure 5.3 TGA results of MoS2/Carbonized sugar (MoS2/C) composite from 25 
o
C to 800 

o
C 

in air at a heating rate of 5 
o
C/min. 

 

     The weight ratio of MoS2 to carbon in the sample was characterized by thermogravimetric 

analysis (TGA) as shown in Fig. 5.3, which was carried out in air from room temperature to 800 

o
C. A small weight loss is observed (2%) when the temperature is less than 100 °C due to the 
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evaporation of water on the surface of MoS2/C composite. A further weight loss of 10% between 

100 and 350 °C is attributed to the carbon oxidization in air. A major weight loss is observed in 

the range from 350 °C to 400 °C, which is due to the weight loss induced by oxidation of C to 

CO2 and MoS2 to MoO3
 [164,172]

.
 
The TGA result indicates that the as-prepared MoS2/C 

nanospheres contain 62.2% of MoS2 and 37.8% of amorphous carbon. 
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(a)  

(b)  

(c)  

Figure 5.4 XPS spectra of MoS2/C composite showing (a) Mo 3d; (b) S 2p; (c) C 1s. 
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Figure 5.4 shows the X-ray photoelectron spectroscopy (XPS) peak fitted Mo 3d, S 2p and C 

1s spectra for the MoS2/C powder with the C 1s reference peak at 284.8 eV. The presence of 

MoS2 and carbon components are demonstrated with the characteristic Mo and S elemental ratio 

of ~1:2. From Fig. 5.4(a), the binding energy position of the Mo
4+

 3d5/2 peak is 229.3 eV and the 

Mo
4+

 3d3/2 is at a higher binding energy of 232.4 eV. The Mo 3d doublet at higher binding 

energy, shown as small shoulder curves at 232.5 eV and 235.8 eV, corresponds to Mo
6+

 3d, and 

is possibly due to the oxidation of Mo
4+

 in the atmosphere or the small amount of residue of the 

reactant (NH4)2MoS4.  From Fig. 5.4(b), the S 2p spin orbit split peaks constrained with a spin 

orbit splitting of 1.18 eV and an area ratio of 0.5 (S 2p1/2:S 2p3/2 = 0.5). The existence of oxidized 

sulfur (SOx
2-

, X ≥ 2) is detected at higher binding energy position of 168 eV,  and is a very small 

portion (4.5%) as compared with S 2p. Figure 5.4(c) shows a sharp peak of C 1s at 284.8 eV, 

which is due to C-C or C-H bonding. A small portion of graphitic carbon (C-O or COOR) is 

detected at higher binding energy (289 eV and 286.4 eV).  
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(a) (b)  

(c)  (d)  

(e)   (f)  

Figure 5.5 (a) SEM image of aerosol-spray formed MoS2/C composite; (b) TEM image of 

aerosol-spray formed MoS2/C composite; (c) elemental mapping images of MoS2/C composite; 

(d) elemental mapping image of C; (e) elemental mapping image of S; (f) elemental mapping 

image of Mo. 
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Figure 5.5 displays the scanning electron microscopy (SEM) and transmission electron 

microscopy (TEM) images of MoS2/C composite. After in situ carbon coating, MoS2/C 

composite displays three-dimensional nanosphere morphology with particle size in the range of 

200-500 nm. The existence of amorphous carbon, Mo and S is demonstrated by Energy-

Dispersive X-ray Spectroscopy (EDX) mapping, as shown in Fig. 5.5(c)-(f). The result confirms 

that MoS2 is uniformly distributed in the amorphous carbon matrix. 

 

5.3.3 The electrochemical properties of MoS2/C nanospheres 

    The electrochemical properties of MoS2/C nanospheres are evaluated using coin cells with 

sodium metal as a counter electrode. The charge and discharge curves of MoS2/C electrode with 

a cut-off window between 5 mV and 2.5 V at a current density of 0.1 C is shown in Fig. 5.6(a). 

(1C = 670 mA/g) During initial sodiation, one flat plateau is observed at 0.3 V, which is ascribed 

to the conversion reaction between MoS2 and sodium ions. During desodiation, a sloping plateau 

at 1.7 V is visible, revealing the oxidation reaction from Mo to MoS2 
[165]

. Figure 5(b) shows the 

cyclic voltammograms (CV) of MoS2/C (nanospheres) electrode in the initial three cycles. The 

CV curves of MoS2/C show the reductive peaks at 1.2 and 0.3 V and one corresponding 

oxidation peak at 1.7 V in the first cycle. The sodiation peak in 1.2 V is attributed to the 

intercalation of sodium ions into the MoS2 interlayer (MoS2 + xNa
+
 + xe

−
 → NaxMoS2). The 

peak at 0.3 V is due to the conversion reaction: NaxMoS2 + (4-x) Na
+
 + (4-x) e

−
 → 2Na2S + Mo.                            
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(a) (b)  

(c) (d)   

Figure 5.6 (a) charge and discharge profiles of MoS2/C electrode vs. Na
+
/Na with a cut-off 

window of 0.005-2.5 V; (b) cyclic voltammograms of MoS2/C electrode between 0.005-2.5 V 

with a scan rate of 0.1 mV/s; (c) cycling performance of MoS2/C electrode at 0.1 C (1 C = 670 

mA/g) in Na-ion batteries; (d) cycling performance of carbonized sucrose in Na-ion batteries. 

 

    The corresponding desodiation peak demonstrates the oxidation of Mo to MoS2. During 
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the oxidation peak at 1.7 V is still present with decreased intensity. The intensity decrease of the 

peak at 0.7 V in the following cycles suggests that a solid electrolyte interface (SEI) film is 
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loss and low Coulombic efficiency in the first cycle. Meanwhile, the CV peaks are stable during 

the subsequent four cycles, demonstrating a highly reversible and stable sodiation/desodiation 

processes.  

Figure 5.6(c) shows the cycling performance of MoS2/C electrodes at a current density of 0.1 

C. All the specific capacities are calculated based on MoS2 after subtracting the contribution 

from carbon, which is shown in Fig. 5.6(d) and is about 100 mAh/g at the same current density. 

Firstly, the Coulombic efficiencies of MoS2/C electrodes after the initial cycle are close to 100%, 

revealing highly efficient sodiation/desodiation processes and high stability of the SEI layer 

formed in FEC-based electrolyte. FEC can stabilize the formation of the SEI layer on the 

electrode surface, leading to stable cycling performance
 [173]

.
 
The MoS2/C electrode delivers a 

high capacity (730 mAh/g) in the first cycle and a charge capacity of 669 mAh/g in the 

subsequent cycle, which is very close to the theoretical capacity (670 mAh/g) of MoS2 calculated 

based on one MoS2 molecule reacting with four sodium ions in the conversion reaction.  

 

5.3.4 Reaction kinetics of MoS2/C electrode 

Figure 5.7(a) shows the rate capability of the MoS2/C electrode at various current rates. 

During the charge/discharge cycles, the MoS2/C electrode demonstrates stable cycling 

performance in Na-ion batteries. The electrode delivers high charge capacity even at high current 

rates, which is an indication of its fast reaction kinetics. After the current density decreases to 0.1 

C, the capacity of the electrode recovers to its initial capacity immediately (670 mAh/g).  
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(a)  

(b)  

Figure 5.7 (a) Rate capability of MoS2/C electrode in Na-ion batteries. (1C = 670 mA/g); (b) 

Electrochemical impedance spectra of MoS2/C electrode before and after 1st cycle, 5
th

, 10
th

 and 

50
th

 cycles in Na-ion batteries. 
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interface impedances (SEI impedance, and charge transfer resistance), and the low-frequency 

sloping line is due to the Na-ion diffusion resistance in the MoS2/C particles. As shown in Fig. 

5.7, the interface resistance of the MoS2/C electrode is about 300 Ω before cycling, and it 

increases slightly to 360 Ω after 50 cycles in Na-ion batteries. The stable impedance before and 

after cycling demonstrates the robustness of the stable SEI layer and the robust structural 

integrity during charge/discharge cycles.  

 

 

Figure 5.8 SEM image of MoS2/C electrode after cycling in Na-ion batteries. 
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(a)   (b)  

(c)   (d)  

Figure 5.9 (a) elemental mapping images of MoS2/C electrode after cycling in Na-ion batteries; 

(b) elemental mapping image of Mo; (c) elemental mapping image of S; (d) elemental mapping 

image of C. 

 

  Figure 5.8 shows the morphology of MoS2/C electrode after 50 cycles in SEM image. The 

regular spherical particles can be clearly observed. The particle size is mainly preserved as 200 

nm with a few large particles with a diameter of 500 nm. It shows that the morphology change of 

MoS2/C nanospheres is negligible before cycling and after 50 cycles, and there are no observable 

structural cracks, particle pulverization or volume expansion induced by the strain during 
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repeated charge/discharge cycles. This result demonstrates that MoS2/C electrode is able to 

maintain its structural and morphological integrity after cycling without severe particle 

pulverization, which contributes to the stable cycling performance in Na-ion batteries. Such 

features make the aerosol spray pyrolysis synthesized MoS2/C nanospheres promising anode 

materials for high-performance Na-ion batteries. Figure 5.9 shows EDS mapping images of a 

MoS2/C electrode after cycling. The results demonstrate uniform distribution of element Mo and 

S, indicating the structural integrity of MoS2 after extended cycling in Na-ion batteries. 

 

5.4 Conclusion 

    The MoS2/C composite was synthesized using a one-step aerosol spray pyrolysis with 

ammonia tetrathiomolybdate (NH4)2MoS4) as the precursor and sucrose as the carbon source. 

This synthetic route enables mass production of MoS2/C nanomaterials for Na-ion battery 

application with low cost and facile one-pot synthesis. The annealed MoS2/C nanomaterials can 

be directly used for electrode preparation without further purification. This is distinctly different 

from the hydrothermal method and makes the spray pyrolysis method more feasible for scalable 

applications. With the introduction of sucrose, the electrical conductivity and reaction kinetics of 

MoS2 can be significantly improved since the carbonized sucrose serves as a conductive matrix 

for MoS2. The structure of MoS2 was characterized with XRD and XPS, while the content of 

MoS2 in the as-prepared MoS2/C composite was determined by TGA. The MoS2 nanoparticles 

are uniformly dispersed in the carbon matrix to form 200-500 nm MoS2/C composite spherical 

particles, as demonstrated by SEM, TEM images and EDS mapping. The MoS2/C anode can 

deliver a reversible capacity of 590 mAh/g after 100 cycles. Even at a high current density of 1 C, 
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a high reversible capacity of 320 mAh/g can be retained. The MoS2/C composite synthesized 

using aerosol spray pyrolysis is robust to withstand the volume change during charge/discharge 

cycles as evidenced by the stable interface resistance in EIS analysis and good morphology 

maintenance after cycling in SEM and TEM images. Therefore, the aerosol spray pyrolysis 

synthesized MoS2/C nanospheres are promising anode materials for high-performance Na-ion 

batteries. 
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Chapter 6: Conclusion & Future Work  

 

6.1 Conclusion 

    Rechargeable lithium ion batteries have promoted considerable revolution to the state-of-the-

art energy storage technologies because of the commercialization of portable electronics and the 

potential for widespread implementation on plug-in hybrid electric vehicles.
 
To advance such 

technologies, it is of great importance to develop high capacity anode materials with high 

performance for lithium and sodium storage to substitute for conventional carbonaceous 

materials. There is growing research interest in layered metal sulfides due to their high 

theoretical capacities based on conversion reaction mechanism, two-dimensional structure and 

large availability. This dissertation has aimed to push forward the large-scale application of LIBs 

and SIBs and reveal the potential of layered metal sulfides as promising anode materials. 

Modification of the synthesis of tin sulfides nanomaterials has successfully prepared SnS/C and 

SnS2/C composites with a facile one-pot synthesis, which enables feasible large-scale production 

of tin sulfide nanoparticles. SnS/C nanospheres exhibit high capacity (900 mAh/g) and long 

cycle life (200 cycles) at a current density of C/5 in lithium ion batteries. The slow capacity 

degradation originates from the large volumetric change caused by the redox reaction of Li-rich 

alloys as evidenced by ex-situ studies. From ex-situ SEM images, the cycled SnS/C electrode 

between 0.01-3 V shows regular spherical shape without structural cracks, demonstrating its 

ability to maintain structural integrity and contributing to its superior lithium-ion storage 

capability. The superior cycling performance of the SnS/C electrode and the in-depth mechanism 
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investigation from ex-situ SEM and XRD pave the way for the feasibility of high-performance 

Li-ion batteries.  

    Sodium-ion batteries have garnered great attention recently and been considered as 

alternatives to lithium-ion batteries due to low-cost, large availability and similar chemistry with 

lithium storage. The research detailed in this dissertation aims to develop advanced anode 

materials with high specific capacity and long cycle life in sodium-ion batteries. However, it is 

challenging to achieve stable cycling ability because of the large ion size of Na ions. Tin 

disulfide (SnS2) has a potential as an anode material in SIBs owing to its unique layered structure, 

high theoretical capacity and low cost. A simple solid-state reaction method was developed, in 

which the carbon coated SnS2 (SnS2/C) anode material was synthesized by annealing metallic Sn, 

sulfur powder and polyacrynitrile (PAN) in a sealed vacuum glass tube. The resulting SnS2/C 

nanospheres exhibit a high reversible capacity of 660 mAh/g at a current density of 50 mA/g, 

and maintain at 570 mAh/g for 100 cycles with a degradation rate of 0.14% per cycle, 

demonstrating one of the best cycling performances in all reported SnS2/C anodes for Na-ion 

batteries to date. The ex-situ characterization showed that the stable nanosphere morphology and 

structural integrity during charge/discharge cycles contributed to the superior cycling 

performance of SnS2/C nanospheres.   

     Molybdenum disulfide (MoS2) is a promising candidate for a high performance sodium-ion 

battery anode due to high capacity through successive intercalation and conversion reactions. 

There are some challenging issues such as poor cycling stability, low rate capability and unclear 

electrochemical reaction mechanism for the MoS2 anode in Na-ion batteries. In this study, the 

findings are as follows: (1) The 3D flower-like MoS2 nanospheres with carbon coating were 

synthesized as anodes for Na-ion batteries; (2) The 3D flower-like MoS2 nanosphere anodes 
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showed the best cycling performance for Na-ion batteries reported to date, delivering a reversible 

capacity of 520 mAh/g at 0.1 C and maintaining at 400 mAh/g for 300 cycles at a high current 

density of 1 C; (3) The mechanism of MoS2/C for solidation/desolidation was explored and the 

fully reversible conversion reaction of MoS2 was confirmed with ex-situ X-ray diffraction (XRD) 

measurements in which a conspicuous signal from MoS2 was detected after charging to 2.5 V; (4) 

The formation of a stable SEI layer in fluoroethylene carbonate (FEC) based electrolyte was 

demonstrated by fourier transform infrared spectroscopy (FTIR) measurements. This paves the 

way for the feasibility of high performance sodium-ion batteries.  

Despite the fact that MoS2 is well recognized as a competitive anode material in SIBs, the 

scalable synthesis of MoS2 with controlled nanostructure design and uniform carbon coating is 

still challenging. This research optimized the synthetic route of carbon coated MoS2 

nanoparticles via a one-step spray pyrolysis in which sucrose is introduced as a carbon source 

and uniformly coated on the surface of MoS2 nanoparticles. This synthetic route enables mass 

production of MoS2/C nanomaterials for Na-ion battery application with low cost and facile one-

pot synthesis. The annealed MoS2/C nanomaterials can be directly used for electrode preparation 

without further purification, which makes the spray pyrolysis method more feasible for scalable 

application. The resulting MoS2/C nanomaterial from spray-pyrolysis delivers higher capacity 

(670 mAh/g at 0.1 C) and superior cycling performance for hundreds of cycles in Na-ion 

batteries. It is robust to withstand the volume change during charge/discharge cycles, as 

evidenced by the stable interface resistance in electrochemical impedance spectroscopy (EIS) 

analysis and good morphology maintenance after cycling in the scanning electron microscopy 

(SEM) image. This study contributes to the synthesis routes of MoS2 nanomaterials and is 

beneficial to the widespread application in Na-ion batteries. Future studies can be carried out to 
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minimize the nanosize of MoS2/C nanospheres, and more stable cycling performance should be 

achieved in Na-ion batteries.  

 

6.2 Future work 

6.2.1 Electrospun one-dimensional SnS2/Carbon fibers for sodium ion battery anodes 

     Recent approaches on the preparation of one-dimensional nanomaterials demonstrate a new 

direction for the implementation of sodium-ion batteries. Tin disulfide (SnS2) is a promising 

anode material in sodium ion batteries owing to its unique layered structure, high theoretical 

capacity and low cost. An advanced anode material can be developed by combining the layer-to-

layer packed structure of SnS2, the introduction of a carbon source and one-dimensional 

nanostructure design. This novel one-dimensional nanostructure possesses several advantages: (1) 

the incorporation of carbon nanofibers act as a conductive matrix to encapsulate SnS2 particles 

with poor electron conduction. (2) the dispersion of SnS2 nanoparticles in carbon nanofibers 

mitigate volumetric expansion induced by sodiation/delsodiation process; (3) SnS2/C nanofibers 

can be used directly as an electrode without binder and current collector, which remarkably 

decreases the weight of inactive materials in the electrode; (4) SnS2 nanoparticles with a smaller 

size give rise to larger surface area and shorter Na-ion diffusion distance, which enables easier 

access to Na
+
, faster kinetics and smaller volume expansion, leading to exceptional battery 

performance. Furthermore, PAN is used as the carbonaceous material in this study. PAN is 

selected because the carbonization percentage of PAN is relatively high compared with other 

commercial polymers, such as polyethylene glycol and polyacrylic acid.  
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    The electrospinning technique will be employed to prepare SnS2/C nanofibers, while 

polyacrynitrile (PAN) can serve as a carbon source. Figure 6.1 shows the schematic diagram of 

electrospinning equipment. It is an efficient, inexpensive and simple device 
[174]

. It consists of a 

syringe, a pipette with taylor cone, and a rotating cylinder-shaped collector, powered by an 

ultrahigh potential supply (10 kV). The precursor solution is filled into the syringe for 

electrospinning. The liquid is forced out through a very fine needle and numerous fibers with 

ultra-small size are formed uniformly and spread on the rotating collector. 

 

Figure 6.1 Schematic illustration of the electrospinning equipment 
[174]

. 

 

The combination of SnS2 and PAN carbonization is favorable because of the following 

advantages: i) efficient electron conduction within the SnS2/C electrode; ii) fast ion transport 

through the interface and within the SnS2/C electrode; iii) the incorporation of carbonized PAN 

immobilizes and disperses the SnS2 particles, and accommodates volume expansion of SnS2 

particles during sodiation. The carbonization of PAN will be realized simultaneously and thus 

such a conductive carbon matrix can encapsulate the active material (SnS2) with high specific 
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capacity. The resulting SnS2/Carbon fibers could act as a binder free and current collector free 

electrode for Na-ion batteries. 

6.2.2 In-situ TEM investigation of structural changes during cycling 

Despite the high theoretical capacities of metal sulfides for Li-ion and Na-ion battery anodes, 

the volumetric expansion during lithiation/sodiation is the primary technology bottleneck. It is 

well recognized that there are internal stresses stemming from the alloying process (e.g. Sn + 

4.4Li
+
 + 4.4e

−
 → Li4.4Sn). The large amount of lithium intercalation induces anisotropic volume 

expansion, which triggers particle pulverization and insufficient contact with the current 

collector and results in rapid battery degradation. Therefore, the large volume change has been 

considered a critical issue that hinders the practical application of tin sulfides in sodium storage. 

To further understand the fundamental science during battery cycling, in-situ TEM 

characterizations provide opportunities to directly observe and control the structural changes 

caused by lithium/sodium insertion.  

 

Figure 6.2 Schematic illustration of in-situ TEM setup: (a) a nanobattery setup for anode study; 

(b) operation of the nanobattery for lithiation of the anode 
[175]

.  
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    Figure 6.2 shows a schematic setup to investigate the anode material. The in-situ TEM 

experiments require an electron transparent anode with nanostructure or thin film, a vacuum-

compatible electrolyte (such as ionic liquids, polymer or other inorganic solid-state electrolytes), 

and a Li source (such as a discharged cathode) 
[175, 176]

. These can reveal the mechanical 

degradation during cycling and investigate the sodiation behavior of SnS2 and MoS2. A more 

detailed investigation about the formation mechanism of structural cracks and strains during 

cycling paves the way for developing advanced anode materials with stable cycling capability in 

Li-ion and Na-ion batteries. 
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